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О компании

В 2003 году Компания ТЕХНОНИКОЛЬ 
вышла на рынок теплоизоляционных 
материалов на основе каменной ваты. 
С этого момента, помимо лидерства 
в сфере производства материалов 
для кровли и гидроизоляции,  
ТЕХНОНИКОЛЬ стала еще и одним из 
крупнейших в России производите-
лей теплоизоляционных материалов 
из каменной ваты. Отличительными 
особенностями выпускаемой тепло-
изоляции являются высокое каче-
ство, широкая градация технических 
и физических характеристик, кото-
рые позволяют покупателю выбрать 
материал, оптимальный по цене и 
физическим характеристикам. С ростом 
потребностей региональных рынков 
мы оптимизировали географию сво-
их заводов. Это позволяет нам быть 

Корпорация ТЕХНОНИКОЛЬ – ведущий международный 
производитель надежных и эффективных строительных материалов 
и систем. Компания предлагает рынку новейшие технологии, 
сочетающие в себе разработки собственных Научных центров 
и передовой мировой опыт. Более 500 млн человек во всем мире 
живут и работают в зданиях, построенных с использованием 
материалов Компании ТЕХНОНИКОЛЬ.

О КОМПАНИИ / КЛЮЧЕВЫЕ ПОКАЗАТЕЛИ

гибкими и быстрыми в поставках нашей 
продукции и не обременять покупате-
лей дополнительными транспортными 
расходами.

Наши производственные мощности 
и оборудование позволяют обеспечи-
вать необходимым объемом теплоизо-
ляционных материалов крупномасштаб-
ные объекты, создавать уникальные 
продукты по вашим индивидуальным 
заказам.

Вся продукция ТЕХНОНИКОЛЬ 
сертифицирована, отличается высо-
ким качеством, соответствует мировым 
стандартам. Все предприятия Компании 
работают по принципу безотходного 
производства, что сохраняет экологию. 

Залогом динамичного развития 
направления «Минеральная изоляция» 
являются высококвалифицированные 

кадры, а также использование на про-
изводстве современных технологиче-
ских решений и оборудования.

География деятельности

В состав производственных активов
Корпорации входят 8 заводов по про-
изводству теплоизоляционных материа-
лов на основе каменной ваты в России:
в Белгороде, Рязани, Ростове-на-Дону, 
Заинске, Челябинске, Юрге, Хабаров-
ске. Локация заводов позволяет свести 
к минимуму транспортные расходы 
и оптимизировать логистические про-
цессы.

Совершенствование технологий – 
залог конкурентоспособности

Популярность у потребителей теплоизо-
ляционных материалов ТЕХНОНИКОЛЬ 
из каменного волокна объясняется 
рядом технических и эксплуатационных 
преимуществ, которые закладываются 
еще на производственном этапе.

Все материалы производятся 
из горных пород базальтовой группы 
с применением передового и высоко-
технологичного оборудования от веду-
щих западноевропейских производи-
телей.

Технологические процессы 
на линии автоматизированы, а стро-
гий контроль качества на всех этапах 
производства, начиная от сырьевых 
компонентов до тестирования готовой 
продукции, обеспечивает стабильность 
технических характеристик выпускае-
мых материалов.

Готовая к применению продукция 
упаковывается в термоусадочную 
пленку, которая выступает гарантией 
сохранности материала. Поддон с про-
дукцией упаковывается по технологии 
stretch-hood. Данная технология упа-
ковки снижает транспортные расходы 
и трудозатраты за счет увеличения 
скорости загрузки-погрузки. Но самое 
главное – данный тип упаковки позво-
ляет нашим клиентам хранить материал 
на открытом складе или стройплощадке 
без потерь физико-механических пока-
зателей материала.

О КОМПАНИИ / ГЕОГРАФИЯ ДЕЯТЕЛЬНОСТИ

 8
заводов  
по производству  
каменной ваты

более

11

 58
производствен-
ных площадок

экспорт 
продукции в

118 
стран

 700
торговых 
партнеров

Компания ТЕХНОНИКОЛЬ – это 
не только производственные мощности, 
но и собственные Научные центры, где 
ведется непрерывная работа, нацелен-
ная на улучшение технических и эксплу-
атационных качеств готовой продукции.

Компания постоянно инвестиру-
ет время и материальные средства 
в совершенствование технологий 
производства и модернизацию произ-
водственных мощностей. Результатом 
этой работы является широкий спектр 
изготавливаемых изоляционных мате-
риалов из каменной ваты, которые 
из года в год характеризуются стабиль-
но высоким качеством и соответствием 
требованиям российских и международ-
ных стандартов.

Благодаря конкурентоспособной 
стоимости, бескомпромиссному каче-
ству и широкому спектру эксплуатаци-
онных достоинств негорючая изоляция 
ТЕХНОНИКОЛЬ на основе базальта  
стала оптимальным выбором для отече-
ственного и европейского покупателя. 
Оценить по достоинству преимущества 
плит из каменной ваты ТЕХНОНИКОЛЬ 
можно уже сегодня, связавшись с наши-
ми представителями.

54

About the company

The TECHNONICOL Corporation is a leading international manufacturer of 
reliable and efficient building materials and systems. The company offers 
the latest technologies that combine developments of its own research 
centers and advanced international experience. More than 500 million 
people over the world live and work in buildings built using materials 
manufactured by TECHNONICOL.

production  
sites

export products 
to

countries

trade  
partners

In 2003, TECHNONICOL entered the mar-
ket of heat-insulating materials based on 
stone wool. From that moment, in addition 
to being a leader in production of materials 
for roofing and waterproofing, TECHNON-
ICOL has also become one of the largest 
Russian manufacturers of heat-insulating 
materials made of stone wool. The distinc-
tive features of the thermal insulation we 
produce are its high quality, as well as a 
wide gradation of technical and physical 
characteristics, which allow our customers 
to select materials that are optimal in prices 
and physical parameters. As the needs of 
regional markets grew, we optimized the 
geography of our factories. It allows us to 
be flexible and fast suppliers of our prod-
ucts and not to overburden our customers 
with additional transport costs.

Our production capaciities and equip-
ment allow us to provide large-scale facil-
ities with necessary volumes of heat-insu-
lating materials and create unique products 
according to your individual orders.

All TECHNONICOL products are duly 
certified, are notable for their high quality 
and comply with international standards. All 
the company’s enterprises work according 
to the principle of waste-free production 
that saves ecology.

The dynamic development of the Min-
eral Insulation direction is based on highly 
qualified personnel, as well as on using 
modern technological solutions and equip-
ment in production.

factories
that produce stone 
wool

Geographic reach

The Corporation’s industrial assets include 
8 factories producing heat insulating 
materials based on stone wool in Russia: in 
Belgorod, Ryazan, Rostov-on-Don, Zainsk, 
Chelyabinsk, Yurga and Khabarovsk. 
Location of these factories allows 
minimizing transport costs

The key to competitiveness are 
technological improvements

The popularity of TECHNONICOL heat-
insulating materials made of stone fiber 
among consumers is explained by a 
number of technical and operational 
advantages that are laid down already at 
the production stage.

All these materials are produced from 
rock formations of the basalt group using 
advanced high-tech equipment from some 
leading Western European manufacturers.

Technological processes in the line are 
automated, and strict quality control at all 
production stages, from raw components 
to testing of finished products,, provides 
stability of specifications of manufactured 
materials.

Ready-to-use products are packed 
into a heat-shrink film, which guarantees 
safety of materials. A pallet with products 
is packed according to the stretch-hood 
technology. This packaging technology 
reduces transport and labor costs by 
increasing the loading speed. But the 
most important thing is that this packaging 
type allows our clients to store supplied 
materials at an open warehouse or 
construction site without losses of their 
physical and mechanical performance.

 TECHNONICOL is not only production 
capacities, but also its own scientific 
centres where continuous work is 
conducted aimed at improving the technical 
and operational qualities of finished 
products.

The company permanently invests 
time and money into improvement of 
production technologies and enhancement 
of production capacities. The result of this 
work is a wide range of insulating materials 
made of stone wool that are characterized by 
consistently high quality and compliance with 
the requirements of Russian and international 
standards from year to year.

Thanks to their competitive cost, 
uncompromising quality and wide range of 
performance values, non-combustible basalt-
based materials made by TECHNONICOL 
have become an optimal choice for domestic 
and European buyers. You can appreciate 
the advantages of TECHNONICOL stone 
wool slabs already today through contacting 
our representatives.

more than

mln m3 of  
products per year
The total 
capacity of our 
factories

4 ABOUT THE COMPANY / KEY INDICATORS 5ABOUT THE COMPANY / KEY INDICATORS



Свойства каменной 
ваты ТЕХНОНИКОЛЬ

Каменная вата ТЕХНОНИКОЛЬ 
является высокоэффективным 
теплоизоляционным материа-
лом. 

Высокое сопротивление 
теплопередаче достигается за 
счет удержания большого коли-
чества воздуха в неподвижном 
состоянии внутри утеплителя 
при помощи тесно переплетен-
ных тончайших волокон камен-
ной ваты.

Основным сырьем для произ-
водства каменной ваты  
ТЕХНОНИКОЛЬ являются 
горные породы габбро-базаль-
товой группы. Благодаря этому 
вся продукция ТЕХНОНИКОЛЬ 
является негорючей. Темпера-
тура плавления волокон пре-
вышает 1000° С, что позволяет 
применять продукцию из камен-
ной ваты в широких пределах 
рабочих температур.

В случае возникновения 
пожара теплоизоляция  
ТЕХНОНИКОЛЬ удерживает 
от распространения тепло, 
препятствует распространению 
огня, защищая строительные 
конструкции от деформации и 
разрушения. Это дает дополни-
тельное время, необходимое 
для эвакуации людей, докумен-
тов и имущества. 

Важным фактором при 
выборе данного материала 
является то, что при воздей-
ствии высоких температур 
теплоизоляция ТЕХНОНИКОЛЬ 
не выделяет вредные для 
здоровья или отравляющие 
вещества.

Высокая устойчивость материа-
лов ТЕХНОНИКОЛЬ к механиче-
ским нагрузкам обеспечивается 
свойствами волокна и струк-
турой каменной ваты. Данные 
параметры задавались индиви-
дуально для каждого материала 
линейки ТЕХНОНИКОЛЬ, исходя 
из области применения тепло-
изоляции.

В различных конструкциях 
материал воспринимает разные 
нагрузки по силе, направле-
нию и по продолжительности 
воздействия. Для сохранения 
формы, толщины и надежного 
крепления материала в кон-
струкции теплоизоляционные 
материалы должны обладать 
высокой устойчивостью к 
деформациям. Это свойство, 
в свою очередь, необходимо 
для надежного и долговечно-
го утепления конструкции без 
увеличения потери качества с 
течением времени.

Высокое 
сопротивление 
теплопередаче  
за счет удержания 
воздуха внутри 
утеплителя

СВОЙСТВА КАМЕННОЙ ВАТЫ ТЕХНОНИКОЛЬ

ЭФФЕКТИВНАЯ ТЕПЛОИЗОЛЯЦИЯ ПОЖАРНАЯ БЕЗОПАСНОСТЬ УСТОЙЧИВОСТЬ К ДЕФОРМАЦИИ

Высокая устойчивость 
к кратковременному 
воздействию влаги

Высокая устойчивость  
к механическим 
нагрузкам

Температура 
плавления волокон – 
более 1000° С

Хорошая пропускная 
способность пара

Волокнистая структура  
изделий из каменной ваты 
ТЕХНОНИКОЛЬ обеспечивает 
отличные акустические и звуко-
поглощающие свойства матери-
ала. Продукция ТЕХНОНИКОЛЬ 
обладает высокими коэффи-
циентами звукопоглощения в 
широком диапазоне частот, что 
способствует снижению уровня 
воздушного и ударного шума 
при применении в звукоизоли-
рующих конструкциях различ-
ного типа: перегородках, полах
и других конструкциях.

Наличие влаги в утеплителе 
негативно сказывается на его 
теплоизоляционных свойствах, 
сроке службы и микроклимате 
помещения. В случае намока-
ния утеп лителя требуются доро-
гостоящие и времязатратные 
мероприятия по устранению 
последствий, которые чаще 
всего заключаются в замене 
утеплителя.

Все теплоизоляционные 
материалы на основе каменной 
ваты ТЕХНОНИКОЛЬ обрабо-
таны гидрофобизирующими 
добавками, придающими уте-
плителю водоотталкивающие 
свойства.

Материалы на основе каменной 
ваты ТЕХНОНИКОЛЬ обладают 
высокой паропроницаемостью, 
не задерживают в себе влагу, 
поступающую из помещения 
в виде пара, образованного в 
процессе жизнедеятельности 
человека, и практически всегда 
остаются в сухом состоянии.

СВОЙСТВА КАМЕННОЙ ВАТЫ ТЕХНОНИКОЛЬ

ХОРОШЕЕ ЗВУКОПОГЛОЩЕНИЕ ГИДРОФОБНОСТЬ ПАРОПРОНИЦАЕМОСТЬ
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TECHNONICOL  
stone wool properties

EFFECTIVE HEAT INSULATION

The TECHNONICOL stone wool is a 
highly efficient heat-insulating material.

Its high heat transfer resistance is 
achieved by holding a large amount 
of air immobile inside the warmth-
keeping material using closely 
intertwined finest stone wool fibers.

FIRE SAFETY

The main raw materials for producing 
the TECHNONICOL stone wool are 
rock formations of the gabbro-basalt 
group. This ensures that all the TECH-
NONICOL products are non-combus-
tible. The melting point of the fibers 
exceeds 1000°C, which allows using 
these stone wool products in a wide 
range of operating temperatures.

In case of fire, the TECHNONICOL 
heat insulation restrains heat 
transmission, prevents fire spreading 
and protects building structures from 
deformation and destruction. This 
gives an additional time needed to 
evacuate people, documents and 
property.

An important factor in selecting this 
material is that when exposed to high 
temperatures, the TECHNONICOL 
heat insulation does not emit harmful 
or toxic substances.

DIMENSIONAL STABILITY

The high resistance of the 
TECHNONICOL materials to 
mechanical loads is provided by the 
properties of the fiber and the stone 
wool structure. These parameters 
were set individually for each material 
of the TECHNONICOL range based on 
applications of specific heat-insulating 
materials.

In various designs, a material 
perceives different loads in terms 
of strength, direction and duration 
of exposure. For preserving their 
shape, thickness and reliability of 
fastening, structural heat-insulating 
materials must have a high resistance 
to deformation. This property, in turn, 
is necessary for reliable and durable 
thermal insulation of a structure 
without increasing quality loss in 
course of time.

GOOD SOUND ABSORPTION

The fibrous structure of the 
TECHNONICOL stone wool products 
ensures great acoustic and sound-
absorbing properties of the material. 
The TECHNONICOL products have 
high sound absorption factors in 
a wide frequency range, which 
contributes to reducing air and shock 
noise levels when using in various 
sound-insulating designs, such as 
partitions, floors, etc.

HYDROPHOBICITY

The presence of moisture in a warmth-
keeping material negatively influences 
over its heat-insulating properties, 
lifespan and indoor microclimate. In 
case of getting a warmth-keeping 
material wet, expensive and time-
consuming measures are required to 
eliminate the consequences, which 
most often involve replacing the 
material.

All the TECHNONICOL stone wool 
based heat-insulating materials are 
treated with hydrophobic additives 
that give them water-repellent 
properties.

VAPOR PERMEABILITY

The stone wool based TECHNONICOL 
materials have a high vapor 
permeability, do not retain moisture 
coming from the room in the form of 
steam formed in the process of human 
life and virtually always remain in a dry 
state.

High heat 
transfer 
resistance by 
holding air inside 
the warmth-
keeping material

The fibres melting 
temperature is more 
than 1000°С

High resistance 
to mechanical 
loads

High resistance to 
short-term exposure 
to moisture

Good vapor 
permeability

High values  
of sound 
absorption factors 
enable  
to efficiently lower 
levels of both air 
and shock noise



Продукция ТЕХНОНИКОЛЬ 
полностью отвечает критериям 
биологической стойкости, что 
подтверждено как многочис-
ленными тестами и испытани-
ями, так и данными натурных 
наблюдений.

Материалы ТЕХНОНИКОЛЬ 
на основе каменной ваты 
способны противостоять воз-
действию различных макро- и 
микроорганизмов: материал 
не поддерживает жизнедея-
тельность бактерий, плесени, 
грибов, а также не привлека-
телен в качестве среды для 
существования насекомых и 
грызунов.

Продукция ТЕХНОНИКОЛЬ 
производится на основе пород 
базальтовой группы. Природ-
ные минералы данной группы 
отличаются высокой химиче-
ской стойкостью к действию 
различных веществ: масел, рас-
творителей, красок, кислотных 
и щелочных сред.

Материал на основе горных 
пород базальтовой группы 
ТЕХНОНИКОЛЬ без опасений 
можно применять с любыми 
видами строительных матери-
алов, а также использовать 
для фильтрации агрессивных 
средств в ряде отраслей хими-
ческой промышленности.

Компания ТЕХНОНИКОЛЬ раз-
рабатывает, производит и про-
двигает на строительном рынке 
материалы и системы, позволя-
ющие минимизировать тепло-
потери и повысить эффектив-
ность тепловой защиты зданий, 
сооружений и промышленных 
объектов. Внедряя энерго-
эффективные технологии и 
материалы, мы добиваемся зна-
чительного сокращения потерь 
тепла через ограждающие кон-
струкции зданий и сооружений.

Компания ТЕХНОНИКОЛЬ 
проводит исследования  
в направлении энергоэффек-
тивности с использованием 
теплоизоляционных систем с 
материалами из каменной ваты. 
Применение таких систем и 
материалов позволяет значи-
тельно сократить потребление 
энергоресурсов на отопление.

Так, например, утепление 
фасадов в жилом многоквар-
тирном доме, с учетом роста 
тарифов на тепловую энергию, 
окупится в среднем через 
10 лет его эксплуатации.

СВОЙСТВА КАМЕННОЙ ВАТЫ ТЕХНОНИКОЛЬ

Способствует 
экономии 
энергоресурсов

Гарантия стабильности 
геометрических 
размеров

Легкость в нарезке 
и обработке

Высокая стойкость 
к воздействию 
микроорганизмов и 
грызунов

БИОСТОЙКОСТЬ ХИМИЧЕСКАЯ СТОЙКОСТЬ ЭНЕРГОЭФФЕКТИВНОСТЬ

Основным сырьем для про-
изводства теплоизоляцион-
ных плит из каменной ваты 
являются горные породы 
габбро-базальтовой группы – 
магматические образования, 
возникшие в результате извер-
жения вулкана. Это уникальное 
сырье является натуральным, 
экологически чистым и без-
опасным.

Для получения качествен-
ного волокна на заводе про-
водится тщательный подбор 
состава шихты.

Плиты из каменной ваты легко 
режутся доступным инструмен-
том: ножом или пилой с мелки-
ми зубьями. Просто делать
выкройку нужных размеров
и монтировать в конструкцию,
а также легко проводить кон-
троль качества монтажа.

Плиты из каменной ваты 
выпускаются с гарантированно 
стабильными геометрическими 
размерами благодаря автомати-
зации и механизации технологи-
ческого процесса.

Четкие и стабильные геоме-
трические размеры позволяют 
монтировать плиты с плотным 
прилеганием друг к другу или к 
каркасу строительной конструк-
ции, в зависимости от условий 
монтажа.

СВОЙСТВА КАМЕННОЙ ВАТЫ ТЕХНОНИКОЛЬ

НА ОСНОВЕ БАЗАЛЬТА ПРОСТОТА МОНТАЖА СТАБИЛЬНОСТЬ РАЗМЕРОВ
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BIOSTABILITY

All TECHNONICOL products wholly 
meet the biological resistance criteria, 
which is confirmed both by numerous 
tests ans by field data.

The stone wool based 
TECHNONICOL materials are able to 
resist the impact of various macro- 
and microorganisms: these materials 
do not support the vital activity of 
bacteria, mold and fungi, and are also 
not attractive as a habitat for existence 
of insects and gnawing animals.

CHEMICAL STABILITY

The TECHNONICOL products are 
manufactured based on the basalt 
group rocks. Natural minerals of 
this group feature a high chemical 
resistance to various substances, such 
as oils, solvents, paints, acidic and 
alkaline environments.

The TECHNONICOL materials 
based on the basalt group rocks may 
be safely used together with any kinds 
of construction materials, as well for 
filtration of aggressive agents in a 
number of chemical industry branches.

ENERGY EFFICIENCY

TECHNONICOL develops, 
manufactures and promotes materials 
and systems in the construction 
market that allow minimizing heat 
losses and increasing the efficiency 
of thermal protection of buildings, 
structures and industrial facilities. 
By introducing energy-efficient 
technologies and materials, we 
achieve a significant reduction of 
heat losses through envelopment of 
buildings and structures.

TECHNONICOL conducts research 
activities aimed at increasing of 
energy efficiency, using heat-insulating 
systems with stone wool materials. 
Usage of such systems and materials 
allows to greatly reduce energy 
consumption for heating.

For instance, heat-insulation of 
facades in a residential apartment 
building, taking into account the 
growth of tariffs for thermal energy, will 
pay off on average after 10 years of its 
operation.

BASALT-BASED

The main raw materials for producing 
the heat-insulating stone wool slabs 
are rocks of the gabbro-basalt group, 
which are magmatic formations 
resulting from a volcanic eruption. 
These unique raw materials are 
natural, ecologically clean and safe.

In order to obtain high-quality 
fiber, the charge mixture is carefully 
selected at our factories.

EASY INSTALLATION

The stone wool slabs are easily cut 
with an available tool, such as a knife 
or a fine-toothed saw. A pattern having 
a desired size is made and mounted 
into a design without difficulty, and 
mounting quality is easily monitored.

DIMENSIONAL STABILITY

Thanks to the automation and 
mechanization of the technological 
process, our stone wool slabs are 
produced with guaranteed stable 
geometric dimensions.

Clear and stable geometric 
dimensions enable to install the 
slabs with a tight fit to each other or 
to the frame of a building structure, 
depending on the installation 
conditions.

High resistance to 
microorganisms 
and gnawing 
animals

Chemical 
neutrality towards 
construction 
materials

Facilitates  
saving energy 
resources

Made  
mainly  
from melt
of erupted rocks

Easy cutting and 
processing

Guaranteed 
stable geometric 
dimensions



Преимущества каменной 
ваты ТЕХНОНИКОЛЬ 

Забота об окружающей среде 
при производстве матери-
алов – один из приоритетов 
деятельности Корпорации  
ТЕХНОНИКОЛЬ, а также еще 
одна область применения инно-
ваций. Как один из лидеров 
производства каменной ваты 
в России, ТЕХНОНИКОЛЬ посто-
янно совершенствует свою 
продукцию и сервис, исполь-
зует современное оборудова-
ние и технологии сохранения 
окружающей среды. Вся раз-
рабатываемая и производимая 
Компанией продукция отвечает 
международным санитарным 
и экологическим нормам, без-
опасна для здоровья человека 
и природы, прошла полный 
цикл как обязательной, так 
и добровольной сертифика-
ции, разрешена к применению 
в России и за рубежом.

Компания ТЕХНОНИКОЛЬ не 
просто производит материал, 
но и предлагает оптимальные 
готовые решения, которые 
зарекомендовали себя и поль-
зуются популярностью на про-
тяжении многих лет. Хорошая 
совместимость материалов – 
одно из базовых условий полу-
чения надежной изоляционной 
системы. Именно поэтому наши 
специалисты совместно с веду-
щими научно-исследователь-
скими институтами разработали 
профессиональные технические 
решения – Строительные систе-
мы ТЕХНОНИКОЛЬ. Основные 
критерии систем: совмести-
мость компонентов, долговеч-
ность конструкции и высокое 
качество. В компании ТЕХНО-
НИКОЛЬ вы всегда  можете 
приобрести оптимальное 
готовое решение и получить 
квалифицированную помощь 
по его монтажу.

ПРЕИМУЩЕСТВА КАМЕННОЙ ВАТЫ ТЕХНОНИКОЛЬ

ЭКОЛОГИЧНОСТЬ КОМПЛЕКСНЫЕ РЕШЕНИЯ

Срок эффективной эксплуата-
ции 37 марок минераловатной 
теплоизоляции ТЕХНОНИКОЛЬ 
подтвержден испытаниями 
Научно-исследовательского 
института строительной физики 
Российской академии архи-
тектуры и строительных наук 
(НИИСФ РААСН).

Испытания материалов из 
каменной ваты проводились по 
ГОСТ Р 57418-2017 «Материалы 
и изделия минераловатные 
теплоизоляционные. Метод 
определения срока эффектив-
ной эксплуатации». 

В ходе исследований 
специалисты НИИСФ увлажня-
ли образцы плит, подвергали 
их повторяющимся циклам 
замораживания и оттаивания. 
Испытания подтвердили, что 
долговечность материалов 
ТЕХНОНИКОЛЬ составляет 
минимум 50 лет.

Это научно подтвержденная 
гарантия качества материала, 
сохранения его свойств и ста-
бильной работы теплоизоляци-
онного слоя в конструкции.

ДОЛГОВЕЧНОСТЬ

Industrial and 
civil construction

TECHNOLIGHT / TECHNOBLOCK PROF / 

TECHNOVENT N / TECHNOVENT EXTRA / 

TECHNOVENT / TECHNOFAS EXTRA / 

TECHNOFAS DECOR / TECHNOFAS OPTIMA / 

TECHNOFAS EFFECT / TECHNOFAS / 

TECHNOROOF PROF /

TECHNOROOF N / TECHNOROOF N PROF / 

TECHNOROOF 45 / TECHNOROOF V EXTRA / 

TECHNOROOF V OPTIMA / TECHNOROOF V PROF / 

TECHNOROOF N PROF KLIN /

TECHNOROOF V EXTRA KLIN / 

TECHNOROOF N PROF VENT /

TECHNOROOF GALTEL / TECHNOSANDWICH
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TECHNONICOL  
stone wool advantages

ECOLOGICAL COMPATIBILITY

Taking care of the environment during 
production of materials is one of the 
priorities of the TECHNONICOL Corpo-
ration, as well as another
area of applying innovations. As one of 
the leading stone wool manufacturers
in Russia, TECHNONICOL constantly 
improves its products and services, 
using modern equipment and tech-
nologies to preserve the environment. 
All products that are developed and 
manufactured by the company meet 
international sanitary
and environmental regulations, are 
safe for human health and nature, 
undergo a full cycle of both mandatory 
and voluntary certification, and are ap-
proved for using in Russia and abroad.

DURABILITY

The period of efficient service of 37 
grades of TECHNONICOL mineral 
wool heat insulation has been con-
firmed by tests of the Research Insti-
tute of Construction Physics (RICF) of 
the Russian Academy of Architecture 
and Construction Sciences (RAACS).

The stone wool materials were 
tested as per GOST R 57418-2017, 
“Heat-insulating mineral wool ma-
terials and products. The method of 
determining the period of efficient 
service”.

In the course of research, RICF 
specialists moistened slab samples 
and subjected them to repeated 
cycles of freezing and thawing. The 
tests have confirmed that the durability 
of the TECHNONICOL materials is at 
least 50 years.

This is a scientifically confirmed 
warranty of the quality of the material, 
preservation of its properties and sta-
ble operation of a heat-insulating layer 
in a structure.

COMPLETE SOLUTIONS

TECHNONICOL not only produces 
materials, but also offers optimal 
ready-made solutions that have 
proven themselves well and have 
been popular for many years. Good 
compatibility of materials is one of 
the basic conditions for obtaining 
a reliable insulating system. That is 
why our specialists, in cooperation 
with some leading research institutes, 
have developed a number of 
professional technical solutions called 
TECHNONICOL Building Systems. 
The main criteria of these systems 
are compatibility of components, 
structural durability and high quality. 
At TECHNONICOL, you can always 
purchase an optimum ready-made 
solution and get qualified assistance 
on its installation.

10 TECHNONICOL STONE WOOL ADVANTAGES



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

TECHNOLIGHT
SТО 72746455-3.2.7-2018

TECHNOBLOCK PROF*
SТО 72746455-3.2.7-2018

Applications

— Frame partitions
— Beam floors, cold roofs
— Mansards

Applications

— Layered masonry

— Walls with siding

Restaurant 
"Barzha", 
Kemerovo

Retail and entertainment 
centre "Kontur",
Cheboksary

Aquapark
"Limpopo",
Yekaterinburg

Apartment complex
"Magellan",

Kazan

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50-200 mm (step: 10 mm)

Implemented objects Implemented objects

High heat-saving 
efficiency

Dimensional stability

Versatile material for 
framework structures

High heat-saving 
efficiency

Resistance to microorganisms 
and gnawing animals

No shrinkage

Physical and mechanical characteristics

TECHNOLIGHT 
EXTRA 

TECHNOLIGHT 
OPTIMA

Thermal conductivity  (  λ10/ λD/λА/ λB), 
W/m·°K, not more than

0,036/0,037/ 
0,039/0,040

0,035/0,037/ 
0,039/0,040

Organic matter content,
%, not more than 2,5 2,5

Short-term water absorption during 
partial immersion, kg/m2, not more 
than

1 1

Water absorption during partial 
immersion of samples for a set 
long time, kg/m2, not more than 3 3

Flammability degree Non-flammable Non-flammable

Density, kg/m3 34 (+4/-8) 38 (±4)

Logistic parameters

1200 1200

600 600

50 100

12 6

8,640 4,320

0,432 0,432

16 16

6,912 6,912

76,032 76,032

Physical and mechanical characteristics

TECHNOBLOCK 
PROF*

0,035/0,035/ 0,038/0,039

8

2,5

1

3

Non-flammable

65 (±5)

** TECHNOBLOCK PROF is available to order only for cities of the Far East

Logistic parameters

1200 1200 1200 1200

600 600 600 600

50 50 100 100

8 12 6 4

5,760 8,640 4,320 2,880

0,288 0,432 0,432 0,288

24 16 16 24

6,912 6,912 6,912 6,912

76,032 76,032 76,032 76,032

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50-150 mm (step: 10 mm)
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Thermal conducThermal (λ 10/ λD/λА/λB),
W/m·°K, not more than

Compressibility,%, not more than

Short-term water absorption during 
partial immersion, kg/m2, not more 
than

Water absorption during partial 
immersion, kg/m2, not more 
than

Flammability degree

Density, kg/m3

Organic matter content

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3
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Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3
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Watch video 
installation 
instructions

FIND OUT 
MORE



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОВЕНТ Н
SТО 72746455-3.2.1-2018

ТЕХНОВЕНТ 
ЭКСТРА
SТО 72746455-3.2.1-2018

Применение

 — Вентилируемый фасад (первый внутренний слой 
при монтаже изоляции в два слоя)

 — Слоистая кладка (только плиты  
ТЕХНОВЕНТ Н ПРОФ)

Применение

 — Вентилируемый фасад (однослойная изоляция 
или наружный слой: при монтаже изоляции в два 
слоя)

Детский сад, 
г. Красноярск

Российский 
международный 
олимпийский 
университет, 
г. Сочи

Жилой комплекс  
«Яблони»,
г. Красноярск

Жилой район 
«Патрокл»,
г. Владивосток

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина: 50-200 мм (шаг – 10 мм)

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина: 40-200 мм (шаг – 10 мм)

Реализованные объекты Реализованные объекты

Отсутствие усадки

Паропроницаемость

Пожаробезопасность

Высокая теплосберегающая 
способность

Пожаробезопасность

Не требует применения  
ветрозащитных мембран

Physical and mechanical characteristics

ТЕХНОВЕНТ Н ТЕХНОВЕНТ Н ПРОФ

0,036/0,037/ 
0,039/0,040

0,035/0,036/ 
0,038/0,040

0,5 0,5

2,5 2,5

1 1

3 3

НГ НГ

36 (±4) 45 (±5)

Логистические параметры

1200 1200 1200 1200

600 600 600 600

50 100 150 200

6 4 2 2

4,320 2,880 1,440 1,440

0,216 0,288 0,216 0,288

32 24 32 24

6,912 6,912 6,912 6,912

76,032 76,032 76,032 76,032

Физико-механические характеристики

ТЕХНОВЕНТ ЭКСТРА

0,034/0,035/ 
0,037/0,038

5

4,0

1

НГ

75 (±7)

Логистические параметры

1200 1200 1200

600 600 600

50 100 150

6 4 2

4,320 2,880 1,440

0,216 0,288 0,216

32 24 32

6,912 6,912 6,912

76,032 76,032 76,032

1514

10

3

High heat-saving  
efficiency

Fire safety 

Does not require application of
wind protection membranes

TECHNOVENT 
EXTRA

Applications

— Ventilated facade (single-layer insulation or outer layer 
in case of insulation installation using two layers

Geometric dimensions

Length: 1200 mm

Width: 600 mm

Thickness: 40-200 mm (step: 10 mm)
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Implemented objects

Residential quarter 
”Patroclus”,
Vladivostok

Russian International  
Olympic University,
Sochi

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Tensile strength at right angle to front surfaces, kPa,  
not more than

Organic matter content, %, not more than

Short-term water absorption during partial immersion, kg/m2,  
not more than

Water absorption during partial immersion of samples for a set 
long time, kg/m2, not more than

Flammability degree

Density, kg/m3

TECHNOVENT EXTRA

No shrinkage

Vapor permeability

Fire safety

TECHNOVENT N

Applications

— Ventilated facade (the first inner layer in case of 
insulation installation using two layers)

— Layered masonry (only TECHNOVENT N PROF slabs)

Geometric dimensions

Length: 1200 mm

Width: 600 mm

Thickness: 50-200 mm (step: 10 mm)

Implemented objects

Apartment complex
“Yabloni”,
Krasnoyarsk

Kindergarten,
Krasnoyarsk

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, 
kPa, not more than

Organic matter content, %,  
not more than

Short-term water absorption during partial 
immersion, kg/m2, not more than

Water absorption during partial immersion 
of samples for a set long time, kg/m2, not 
more than

Flammability degree

Density, kg/m3

TECHNOVENT N PROFTECHNOVENT N

Non-flammableNon-flammable

15PRODUCT CATALOGUE / INDUSTRIAL AND CIVIL CONSTRUCTION

Watch video 
installation 
instructions

FIND OUT 
MORE

Watch video 
installation 
instructions

FIND OUT 
MORE

Non-flammable



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОВЕНТ
SТО 72746455-3.2.1-2018

Применение

 — Вентилируемый фасад (однослойная изоляция 
или наружный слой: при монтаже изоляции в два 
слоя)

Министерство  
лесного хозяйства,
г. Казань

Онкологический 
центр,
г. Орск

Реализованные объекты

Высокая теплосберегающая 
способность

Пожаробезопасность

Не требует применения 
ветрозащитных пленок

Физико-механические характеристики

ТЕХНОВЕНТ 
СТАНДАРТ

ТЕХНОВЕНТ 
ОПТИМА

ТЕХНОВЕНТ  
ПРОФ

0,035/0,035/ 
0,037/0,038

0,035/0,035/ 
0,038/0,039

0,036/0,037/ 
0,039/0,041

10 12 15

5 6 8

3,5 3,5 3,5

1 1

3 3 3

80 (±8) 90 (±9) 100 (±10)

Логистические параметры

1200 1200 1200 1200

600 600 600 600

50 100 100 130

6 4 3 2

4,320 2,880 2,160 1,440

0,216 0,288 0,216 0,187

32 24 32 36

6,912 6,912 6,912 6,739

76,032 76,032 76,032 74,131

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина плит ТЕХНОВЕНТ СТАНДАРТ:  
50-200 мм (шаг – 10 мм)
Толщина плит ТЕХНОВЕНТ ОПТИМА:  
50-180 мм ( шаг – 10 мм)
Толщина плит ТЕХНОВЕНТ ПРОФ: 50-180 мм (шаг – 10 мм)

ТЕХНОФАС 
ЭКСТРА
SТО 72746455-3.2.1-2018

Применение

 — Наружные стены с защитно-декоративным слоем 
из толстослойной штукатурки по стальной 
армирующей сетке

Комплексы для СМИ, 
г. Сочи

Жилой комплекс 
«Новый свет»,
г. Волгоград

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм 
Толщина: 50-150 мм (шаг – 10 мм)

Реализованные объекты

Высокая теплосберегающая 
способность

Паропроницаемость

Щелочестойкость

Физико-механические характеристики

ТЕХНОФАС ЭКСТРА

0,035/0,035/ 
0,039/0,040

6

3,5

1

НГ

90 (±10)

Логистические параметры

1200 1200

600 600

50 100

6 3

4,320 2,160

0,216 0,216

32 32

6,912 6,912

76,032 76,032

1716

15

3

High heat-saving  
efficiency

Vapor permeability 

Alkali resistance

TECHNOFAS  
EXTRA

Applications

— Outer walls with a protective-decorative layer of thick-
layered plaster over a steel reinforcing mesh

Geometric dimensions

Length: 1200 mm

Width: 600 mm

Thickness: 50-150 mm (step: 10 mm)
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Implemented objects

Apartment complex
“Novy svet”,
Volgograd

Media complexes,
Sochi

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Tensile strength at right angle to front surfaces, kPa,  
not more than

Organic matter content, %, not more than

Short-term water absorption during partial immersion, kg/m2,  
not more than

Water absorption during partial immersion of samples for a set 
long time, kg/m2, not more than

Flammability degree

Density, kg/m3

TECHNOFAS EXTRA

High heat-saving  
efficiency

Fire safety

Does not require application of house 
wraps (wind protection films)

TECHNOVENT

Applications

— Ventilated facade (single-layer insulation or outer layer 
in case of insulation installation using two layers)

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness of TECHNOVENT STANDARD slabs:
50-200 mm (step: 10 mm)
Thickness of TECHNOVENT OPTIMA slabs:
50-180 mm (step: 10 mm)
Thickness of TECHNOVENT PROF slabs: 50-180 mm (step: 10 mm)

Implemented objects

Cancer center,
Orsk

Ministry of Forestry,
Kazan

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10%  
deformation, kPa, not more than

Tensile strength at right angle to front 
surfaces, kPa, not more than

Organic matter content, %,  
not more than

Short-term water absorption during partial 
immersion, kg/m2, not more than

Water absorption during partial  
immersion of samples for a set long time,  
kg/m2, not more than

Flammability degree

Density, kg/m3

TECHNOVENT 
OPTIMA

Non- 
flammable
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TECHNOVENT 
STANDARD

TECHNOVENT 
PROF

Watch video 
installation 
instructions

FIND OUT 
MORE

Non- 
flammable

Non- 
flammable

Non-flammable



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОФАС 
ДЕКОР
SТО 72746455-3.2.1-2018

Применение

 — Наружные стены с защитно-декоративным слоем 
из тонкослойной штукатурки 

Отель Park Inn by 
Radisson,
г. Сочи

Жилой комплекс 
«Дрезден»,
г. Оренбург

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина: 50-200 мм (шаг – 10 мм)

Реализованные объекты

Оптимальное соотношение 
характеристик и стоимости 

Без ограничения  
по высоте применения

Паропроницаемость

Щелочестойкость

Физико-механические характеристики

ТЕХНОФАС ДЕКОР

0,036/0,037/ 
0,040/0,041

30

15

4,5

1

3

100 (±10)

Логистические параметры

1200 1200 1200

600 600 600

50 100 150

6 3 2

4,320 2,160 1,440

0,216 0,216 0,216

32 32 32

6,912 6,912 6,912

76,032 76,032 76,032

ТЕХНОФАС 
ОПТИМА
SТО 72746455-3.2.1-2018

Применение

 — Наружные стены с защитно-декоративным слоем 
из тонкослойной штукатурки

Жилой комплекс, 
г. Краснодар

Жилой комплекс 
«Восток»,
г. Краснодар

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина: 50-200 мм (шаг – 10 мм)

Реализованные объекты

Высокая прочность на отрыв слоев

Паропроницаемость

Без ограничения по высоте 
применения

Щелочестойкость

Физико-механические характеристики

ТЕХНОФАС ОПТИМА

0,036/0,037/ 
0,040/0,041

15

4,5

1

НГ

120 (±10)

Логистические параметры

1200 1200 1200

600 600 600

50 100 150

6 3 2

4,320 2,160 1,440

0,216 0,216 0,216

32 32 32

6,912 6,912 6,912

76,032 76,032 76,032

1918

30

3

High tearing strength  
of layers 

Vapor permeability

Without limitation  
on height of application

Alkali resistance

TECHNOFAS  
EXTRA

Applications

— Outer walls with a protective-decorative layer of thin-
layered plaster

Geometric dimensions

Length: 1200 mm

Width: 600 mm

Thickness: 50-200 mm (step: 10 mm)
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Implemented objects

Apartment complex  
“Vostok”,
Krasnodar

Apartment complex,
Krasnodar

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Tensile strength at right angle to front surfaces, kPa,  
not more than

Organic matter content, %, not more than

Short-term water absorption during partial immersion, kg/m2,  
not more than

Water absorption during partial immersion of samples for a set 
long time, kg/m2, not more than

Flammability degree

Density, kg/m3

TECHNOFAS EXTRA

Optimal ratio  
of characteristics to cost

Without limitation on height  
of application

Vapor permeability 

Alkali resistance

TECHNOFAS  
DECOR

Applications

— Outer walls with a protective-decorative layer of thin-
layered plaster

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50-200 mm (step: 10 mm)

Implemented objects

Apartment complex 
“Dresden”,
Orenburg

Hotel Park Inn  
by Radisson,
Sochi

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Tensile strength at right angle to front surfaces, kPa,  
not more than

Organic matter content, %, not more than

Short-term water absorption during partial immersion, kg/m2,  
not more than

Water absorption during partial immersion of samples for a set 
long time, kg/m2, not more than

Flammability degree

Density, kg/m3
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TECHNOFAS DECOR

Non-flammable

Watch video 
installation 
instructions

FIND OUT 
MORE

Watch video 
installation 
instructions

FIND OUT 
MORE

Non-flammable



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОФАС ЭФФЕКТ/
ТЕХНОФАС
SТО 72746455-3.2.1-2018

Применение

 — Наружные стены с защитно-декоративным слоем 
из тонкослойной штукатурки

Бизнес-центр 
«Содружество»,
г. Санкт-Петербург

Жилой комплекс 
«Академический», 
г. Екатеринбург

Реализованные объекты

Высокая прочность на отрыв слоев

Паропроницаемость

Щелочестойкость

Без ограничения по высоте 
применения

Физико-механические характеристики

ТЕХНОФАС ЭФФЕКТ ТЕХНОФАС

0,037/0,038/ 
0,040/0,041

0,037/0,038/ 
0,040/0,042

45 45

15 15

4,5 4,5

1 1

3 3

131 (±6) 145 (±14)

Логистические параметры

1200 1200 1200

600 600 600

50 100 120

6 3 2

4,320 2,160 1,440

0,216 0,216 0,173

32 32 40

6,912 6,912 6,912

76,032 76,032 76,032

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм 
Толщина: 50-200 мм (шаг – 10 мм)

ТЕХНОРУФ Н 
SТО 72746455-3.2.6-2018

Применение

 — Нижний слой двух- или трехслойной теплоизоляции 
кровель

Башня «Эволюция», 
«Москва-Сити»

Управление 
казначейства 
Республики 
Татарстан, 
г. Казань

Реализованные объекты

Простота монтажа

Высокая теплосберегающая 
способность

Пожаробезопасность

Нейтральность при контакте 
с бетоном и металлами

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина: 50-180 мм (шаг – 10 мм)

Физико-механические характеристики

ТЕХНОРУФ Н 
ЭКСТРА

ТЕХНОРУФ Н 
ОПТИМА

0,036/0,037/ 
0,039/0,040

0,036/0,037/ 
0,039/0,041

30 40

400 450

4,5 4,5

1 1

3 3

НГ НГ

100 (±10) 105 (±15)

Логистические параметры

1200 1200

600 600

50 100

6 3

4,3200 2,1600

0,2160 0,2160

32 32

6,9120 6,9120

76,0320 76,0320

2120

Easy installation

High heat-saving  
efficiency

Fire safety

Neutrality when contacting with concrete 
and metals

TECHNOROOF N

Applications

— The bottom layer of two- or three-layer heat insulation 
of roofs

Geometric dimensions

Length: 1200 mm

Width: 600 mm

Thickness: 50-180 mm (step: 10 mm)
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Implemented objects

Treasury Department  
of the Republic  
of Tatarstan,
Kazan

Tower “Evolution”,
Moscow-City

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation,  
kPa, not more than

Concentrated load, N,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during partial  
immersion, kg/m2,  
not more than

Water absorption during partial  
immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3

TECHNOROOF N 
OPTIMA

Non-flammable 

High tearing strength  
of layers 

Vapor permeability 

Alkali resistance

Without limitation  
on height of application

TECHNOFAS EFFECT / 
TECHNOFAS

Applications

— Outer walls with a protective-decorative layer of thin-
layered plaster

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50-200 mm (step: 10 mm)

Implemented objects

Apartment complex
“Akademichesky”,
Yekaterinburg

Business centre 
“Sodruzhestvo”,
Saint-Petersburg

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation,  
kPa, not more than

Tensile strength at right angle  
to front surfaces, kPa,  
not more than

Organic matter content, %,  
not more than

Short-term water absorption during  
partial immersion, kg/m2,  
not more than

Water absorption during partial immersion  
of samples for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3
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TECHNOFAS

Non-flammable Non-flammable

TECHNOFAS EFFECT 

TECHNOROOF N 
EXTRA

Non-flammable 

Watch video 
installation 
instructions

FIND OUT 
MORE



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОРУФ Н 
ПРОФ
SТО 72746455-3.2.6-2018

Применение

 — Нижний слой двух- или трехслойного утепления 
плоской кровли

 — Плиты рекомендуется применять в комбинации 
с плитами ТЕХНОРУФ В ЭКСТРА, ТЕХНОРУФ В 
ОПТИМА, ТЕХНОРУФ В ПРОФ, ТЕХНОРУФ ПРОФ

Супермаркет «Бахетле», 
г. Новосибирск

ТРЦ «Индиго Life», 
г. Нижний Новгород

Реализованные объекты

Простота монтажа

Высокая теплосберегающая 
способность

Пожаробезопасность

Физико-механические характеристики

ТЕХНОРУФ Н ПРОФ 

0,037/0,037/ 0,040/0,041

45

500

4,5

1

3

120 (-10/+15)

Логистические параметры

1200 1200 1200 1200

600 600 600 600

50 100 120 150

6 3 2 2

4,320 2,160 1,440 1,440

0,216 0,216 0,172 0,216

32 32 40 32

6,912 6,912 6,912 6,912

76,032 76,032 76,032 76,032

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина: 50-200 мм (шаг – 10 мм)

ТЕХНОРУФ 45
SТО 72746455-3.2.6-2018

Применение

 — Нижний слой двух- или трехслойной 
теплоизоляции кровель

 — Однослойное утепление плоской кровли

Стадион  
«Мордовия Арена», 
г. Саранск

Надеждинский 
металлургический 
завод, 
г. Норильск

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина: 50-150 мм (шаг – 10 мм)

Реализованные объекты

Высокая прочность на сжатие

Высокая теплосберегающая 
способность

Нейтральность при контакте 
с бетоном и металлом

Способность воспринимать нагрузку

Физико-механические характеристики

ТЕХНОРУФ 45

0,037/0,038/ 0,040/0,042

50

550

4,5

1

3

НГ

135 (±15)

Логистические параметры

1200 1200

600 600

50 100

6 3

4,3200 2,1600

0,2160 0,2160

32 32

6,9120 6,9120

76,0320 76,0320

2322

High compressive strength

High heat-saving efficiency

Neutrality when contacting  
with concrete and metals

Load-carrying capability

TECHNOROOF 45

Applications

— The bottom layer of two- or three-layer heat insulation 
of roofs

— Single-layer heat insulation of a flat roof

Geometric dimensions

Length: 1200 mm

Width: 600 mm

Thickness: 50-150 mm (step: 10 mm)
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Implemented objects

Nadezhdinsky Metallurgical 
Plant,
Norilsk

Stadium  
“Mordovia Arena”,
Saransk

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10%  
deformation, kPa, not more than

Concentrated load, N,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during partial  
immersion, kg/m2,  
not more than

Water absorption during partial  
immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3

TECHNOROOF 45

Easy installation

High heat-saving  
efficiency

Fire safety

TECHNOROOF N  
PROF

Applications

— The bottom layer of a two- or three-layer flat roof heat 
insulation

— It is recommended to use these slabs in combination 
with TECHNOROOF V EXTRA, TECHNOROOF V 
OPTIMA, TECHNOROOF V PROF and TECHNOROOF 
PROF slabs

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50-200 mm (step: 10 mm)

Implemented objects

Retail and entertainment 
centre “Indigo Life”,
Nizhny Novgorod

Supermarket  
“Bakhetle”,
Novosibirsk

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation,  
kPa, not more than

Concentrated load, N,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during  
partial immersion, kg/m2,  
not more than

Water absorption during  
partial immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3
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Non-flammable 

TECHNOROOF N PROF

Non-flammable 



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОРУФ 
ПРОФ
SТО 72746455-3.2.6-2018

Применение

 — Однослойное утепление плоской кровли
 — Верхний слой двухслойного утепления плоской 
кровли

 — Возможно применение без устройства защитных 
стяжек

Описание материала

Плиты ТЕХНОРУФ ПРОФ и ТЕХНОРУФ 
ПРОФ с – это негорючие гидрофобизированные 
теплоизоляционные плиты из каменной ваты. 
Буква «с» в названии означает, что материал имеет 
одностороннее покрытие в виде стеклохолста, 
что позволяет наплавлять  гидроизоляционный 
слой из рулонно-битумных материалов (Унифлекс 
Экспресc) поверх утеплителя без устройства 
защитных стяжек.

Автосалон Toyota, 
г. Красноярск

Строительный 
гипермаркет Mile, 
г. Минск

Геометрические размеры

Длина, мм: 1200
Ширина, мм: 600
Толщина плит ТЕХНОРУФ ПРОФ: 40-150 мм (шаг – 10 мм)
Толщина плит ТЕХНОРУФ ПРОФ: с 40 мм; 50 мм

Реализованные объекты

Высокая прочность на сжатие

Универсальность применения 
на кровлях

Нейтральность при контакте 
с бетоном и металлом

Пожаробезопасность

Физико-механические характеристики

ТЕХНОРУФ ПРОФ ТЕХНОРУФ ПРОФ c

0,038/0,038/ 
0,041/0,042

0,037/0,038/ 
0,041/0,042

60 60

600 800

4,5 4,5

1 1

3 3

НГ НГ

160 (-25/+15) 160 (±15)

Логистические параметры

1200 1200

600 600

50 100

6 3

4,320 2,160

0,216 0,216

32 32

6,912 6,912 

76,032 76,032

ТЕХНОРУФ В 
ЭКСТРА
SТО 72746455-3.2.6-2018

Применение

 — Верхний слой двухслойного утепления плоской кровли
 — Плиты рекомендуется применять в комбинации 
с плитами ТЕХНОРУФ Н ПРОФ

Описание материала

Плиты ТЕХНОРУФ В ЭКСТРА и ТЕХНОРУФ В ЭКСТРА с –  
это негорючие гидрофобизированные 
теплоизоляционные плиты из каменной ваты. 
Буква «с» в названии означает, что материал имеет 
одностороннее покрытие в виде стеклохолста, 
что позволяет наплавлять гидроизоляционный слой 
из рулонно-битумных материалов (Унифлекс Экспресс) 
поверх утеплителя без устройства защитных  стяжек.

Гипермаркет «Лента», 
г. Тюмень

Торгово-
логистический центр 
«Щомыслица», 
г. Минск

Реализованные объекты

Высокая сосредоточенная нагрузка

Повышенная механическая прочность

Пожаробезопасность 

Нейтральность при контакте 
с бетоном и металлом

Физико-механические характеристики

ТЕХНОРУФ В  
ЭКСТРА

ТЕХНОРУФ В 
ЭКСТРА c

0,038/0,039/ 
0,041/0,043

0,038/0,039/ 
0,041/0,043

65 65

650 900

4,5 4,5

1 1

3 3

НГ НГ

170 (±15) 170 (±15)

Логистические параметры

1200 1200

600 600

40 50

5 4

3,600 2,880

0,144 0,144

48 48

6,912 6,912

76,032 76,032

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина плит ТЕХНОРУФ B ЭКСТРА: 30 мм; 40 мм; 50 мм
Толщина плит ТЕХНОРУФ В ЭКСТРА с: 40 мм; 50 мм

2524

High concentrated load 

Increased mechanical strength 

Fire safety

Neutrality when contacting  
with concrete and metals

TECHNOROOF V 
EXTRA

Applications

— The upper layer of double-layer heat insulation of a flat roof

— It is recommended to use these slabs in combination with 
TECHNOROOF N PROF slabs

Geometric dimensions

Length: 1200 mm

Width: 600 mm

Thickness of TECHNOROOF V EXTRA slabs: 30 mm, 40 mm, 50 mm 
Thickness of TECHNOROOF V EXTRA s slabs: 40 mm, 50 mm
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Implemented objects

Trade and logistics  
center “Schomyslitsa”,
Minsk

Hypermarket  
“Lenta”,
Tyumen

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10%  
deformation, kPa, not more than

Concentrated load, N,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during partial  
immersion, kg/m2,  
not more than

Water absorption during partial  
immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3

TECHNOROOF V 
EXTRA

High compressive strength

Versatility of use on roofs

Neutrality when contacting with concrete 
and metals

Fire safety

TECHNOROOF  
PROF

Applications

— Single-layer heat insulation of a flat roof

— The upper layer of double-layer heat insulation of a 
flat roof

— Can be used without protective screeds

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness of TECHNOROOF PROF slabs: 40-150 mm (step: 10 mm) 
Thickness of TECHNOROOF PROF s slabs: 40 mm, 50 mm

Implemented objects

Construction  
hypermarket Mile,
Minsk

Toyota car  
showroom,
Krasnoyarsk

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10%  
deformation, kPa, not more than

Concentrated load, N,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during  
partial immersion, kg/m2,  
not more than

Water absorption during  
partial immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3

25PRODUCT CATALOGUE / INDUSTRIAL AND CIVIL CONSTRUCTION

Non-flammable

TECHNOROOF PROF

Non-flammable

Material description

TECHNOROOF PROF and TECHNOROOF PROF s are 
non-combustible water-repellent heat-insulating slabs 
made of stone wool.

Letter “s” in the name of the second trademark means 
that the material has a one-sided coating in the form 
of glass-fibre mat, which allows you to build up by 
welding a waterproofing layer of roll-bitumen materials 
(Uniflex Express) over heat insulation without arranging 
protective screeds.

TECHNOROOF PROF s

Non-flammable

Material description

TECHNOROOF V EXTRA and TECHNOROOF V EXTRA s are 
non-combustible water-repellent heat-insulating slabs made of 
stone wool. 

Letter “s” in the name of the second trademark means that the 
material has a one-sided coating in the form of glass-fibre mat, 
which allows you to build up by welding a waterproofing layer 
of roll-bitumen materials (Uniflex Express) over heat insulation 
without arranging protective screeds.

Non-flammable

TECHNOROOF V 
EXTRA s

Watch video 
installation 
instructions

FIND OUT 
MORE



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОРУФ В 
ОПТИМА
SТО 72746455-3.2.6-2018

Применение

 — Верхний слой двухслойного утепления плоской кровли
 — Плиты рекомендуется применять в комбинации 
с плитами ТЕХНОРУФ Н ПРОФ

Описание материала

Плиты ТЕХНОРУФ В ОПТИМА и ТЕХНОРУФ В  
ОПТИМА с – это негорючие гидрофобизированные 
теплоизоляционные плиты из каменной ваты.  
Буква «с» в названии означает, что материал имеет 
одностороннее покрытие в виде стеклохолста, 
что позволяет наплавлять гидроизоляционный слой из 
рулонно-битумных материалов (Унифлекс Экспресс) 
поверх утеплителя без устройства защитных стяжек.

«Ерофей Арена», 
г. Хабаровск

АТЦ Volkswagen-
Skoda,
г. Абакан

Реализованные объекты

Высокая сосредоточенная нагрузка

Повышенная механическая прочность

Пожаробезопасность 

Нейтральность при контакте 
с бетоном и металлом

Физико-механические характеристики

ТЕХНОРУФ В 
ОПТИМА

ТЕХНОРУФ В 
ОПТИМА с

0,038/0,040/ 
0,042/0,043

0,038/0,040/ 
0,042/0,043

70 70

700 1000

4,5 4,5

1 1

3 3

НГ НГ

180 (±15) 180 (±15)

Логистические параметры

1200 1200 1200

600 600 600

30 40 50

7 5 4

5,040 3,600 2,880

0,151 0,144 0,144

44 48 48

6,652 6,912 6,912

73,180 76,032 76,032

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина плит ТЕХНОРУФ B ОПТИМА: 30 мм; 40 мм;  
50 мм
Толщина плит ТЕХНОРУФ В ОПТИМА с: 40 мм; 50 мм

ТЕХНОРУФ 
В ПРОФ
SТО 72746455-3.2.6-2018

Применение

 — Верхний слой двухслойного утепления плоской кровли
 — Плиты рекомендуется применять в комбинации 
с плитами ТЕХНОРУФ Н ПРОФ

Описание материала

Плиты ТЕХНОРУФ В ПРОФ и ТЕХНОРУФ В ПРОФ с –  
это негорючие гидрофобизированные 
теплоизоляционные плиты из каменной ваты. 
Буква «с» в названии означает, что материал имеет 
одностороннее покрытие в виде стеклохолста, 
что позволяет устраивать гидроизоляционный слой из 
рулонно-битумных материалов (Унифлекс Экспресс) 
поверх утеплителя без устройства защитных стяжек.

Михеевский  
горно-обогатительный 
комбинат, 
г. Челябинск

Выставочно-
cервисный центр 
«Джон Дир», 
г. Краснодар

Реализованные объекты

Высокая сосредоточенная нагрузка

Повышенная механическая прочность

Пожаробезопасность 

Нейтральность при контакте 
с бетоном и металлом

Физико-механические характеристики

ТЕХНОРУФ В  
ПРОФ ТЕХНОРУФ В ПРОФ c

0,039/0,040/ 
0,042/0,044

0,039/0,040/ 
0,042/0,044

80 80

800 1100

4,5 4,5

1 1

3 3

НГ НГ

190 (±15) 190 (±15)

Логистические параметры

1200 1200 1200

600 600 600

30 40 50

7 5 4

5,040 3,600 2,880

0,151 0,144 0,144

44 48 48

6,652 6,912 6,912

73,181 76,032 76,032

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина плит ТЕХНОРУФ В ПРОФ: 30 мм; 40 мм; 50 мм
Толщина плит ТЕХНОРУФ В ПРОФ с: 40 мм; 50 мм
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High concentrated load 

Increased mechanical strength 

Fire safety

Neutrality when contacting  
with concrete and metals

TECHNOROOF V 
PROF

Applications

— The upper layer of double-layer heat insulation of a flat roof

— It is recommended to use these slabs in combination with 
TECHNOROOF N PROF slabs

Geometric dimensions

Length: 1200 mm

Width: 600 mm

Thickness of TECHNOROOF V PROF slabs: 30 mm, 40 mm, 50 mm 
Thickness of TECHNOROOF V PROF s slabs: 40 mm, 50 mm
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Implemented objects

Exhibition and service  
center “John Deere”,
Krasnodar

Mikheevsky Mining and 
Refining Plant,
Chelyabinsk

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10%  
deformation, kPa, not more than

Concentrated load, N,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during partial  
immersion, kg/m2,  
not more than

Water absorption during partial  
immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3

Non-flammable

TECHNOROOF V 
PROF

High concentrated load 

Increased mechanical strength 

Fire safety

Neutrality when contacting  
with concrete and metals

TECHNOROOF V  
OPTIMA

Applications

— The upper layer of double-layer heat insulation of a flat roof

— It is recommended to use these slabs in combination with 
TECHNOROOF N PROF slabs

Implemented objects

ASSC Volkswagen-Skoda,
Abakan

“Erofey Arena”,
Khabarovsk

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation,  
kPa, not more than

Concentrated load, N,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during  
partial immersion, kg/m2,  
not more than

Water absorption during  
partial immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3
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Non-flammable

TECHNOROOF V 
OPTIMA

Material description

TECHNOROOF V OPTIMA and TECHNOROOF V OPTIMA s  
are non-combustible water-repellent heat-insulating slabs 
made of stone wool.

Letter “s” in the name of the second trademark means that the 
material has a one-sided coating in the form of glass-fibre mat, 
which allows you to build up by welding a waterproofing layer 
of roll-bitumen materials (Uniflex Express) over heat insulation 
without arranging protective screeds.

TECHNOROOF V 
OPTIMA s

Material description

TECHNOROOF V PROF and TECHNOROOF V PROF s are 
non-combustible water-repellent heat-insulating slabs made of 
stone wool. 

Letter “s” in the name of the second trademark means that 
the material has a one-sided coating in the form of glass-fibre 
mat, which allows you to set up a waterproofing layer of roll-
bitumen materials (Uniflex Express) over heat insulation without 
arranging protective screeds.

Non-flammable

TECHNOROOF V 
PROF s

Non-flammable

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness of TECHNOROOF V OPTIMA slabs: 30 mm, 40 mm, 
50 mm
Thickness of TECHNOROOF V OPTIMA s slabs: 40 mm, 50 mm



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОРУФ Н 
ПРОФ КЛИН 
SТО 72746455-3.2.6-2018 

Описание материала

Набор плит для создания уклона и контруклона на 
плоской кровле ТЕХНОРУФ Н ПРОФ КЛИН – негорючие 
гидрофобизированные теплоизоляционные плиты, 
с предварительно созданным уклоном, произведенные 
из каменной ваты на основе горных пород базальтовой 
группы и низкофенольного связующего с добавлением 
гидрофобизирующих добавок.

Автосалон, 
г. Уфа

Жилой дом, 
г. Пермь

Реализованные объекты

Снижение нагрузок на кровлю

Отсутствие мокрых процессов 
при производстве работ

Высокая скорость монтажа

Пожаробезопасность

A, B, C A, B, C

1200 600, 1200

600 1200

30-55 15-40 

55-80 40-65

50 50

A, B, C A, B, C

0,037/0,037/ 
0,040/0,041

0,037/0,037/ 
0,040/0,041

45 45

500

4,5 4,5

1

3 3

НГ НГ

120 (-10/+15) 120(-10/+15)

Логистические параметры

Основной уклон (2,1 %) Контруклон (4,2%)

А В С А В С

104 72 108 88 64 192

2,995 3,110 3,110 2,693 3,110 6,912

65,894 68,429 68,429 59,242 68,429 76,032

71,885 74,650 74,650 64,627 74,650 82,944

Применение

 — Создание основного уклона на кровле 2,1% 
для удаления воды с кровли к точкам водосброса

 — Создание контруклона на кровле 4,2% для 
водоотведения между воронками в ендове

 — При двухслойной системе теплоизоляции укладка 
выполняется на первый (нижний) теплоизоляционный 
слой

* Указаны характеристики марки ТЕХНОРУФ Н ПРОФ.

ТЕХНОРУФ В 
ЭКСТРА КЛИН 
SТО 72746455-3.2.6-2018

Описание материала

Набор плит для создания уклона и контруклона
на плоской кровле ТЕХНОРУФ В ЭКСТРА КЛИН – 
негорючие гидрофобизированные теплоизоляционные 
плиты, с предварительно созданным уклоном, 
произведенные из каменной ваты на основе горных 
пород базальтовой группы и низкофенольного 
связующего с добавлением гидрофобизирующих 
добавок.

Реализованные объекты

Отсутствие мокрых процессов

Высокая скорость монтажа

Повышенная механическая прочность

Снижение нагрузок на кровлю

Физико-механические характеристики

Основной уклон 
(2,1%)

Контруклон  
(4,2%)

A, B, C A, B, C

0,038/0,039/ 
0,041/0,043

0,038/0,039/ 
0,041/0,043

65 65

650 650

4,5 4,5

1 1

3 3

НГ НГ

170 (±15) 170 (±15)

Логистические параметры

Основной уклон (2,1 %) Контруклон (4,2%)

А В С А В С

104 72 108 88 64 192

2,995 3,110 3,110 2,693 3,110 6,912

65,894 68,429 68,429 59,242 68,429 76,032

71,889 74,650 74,650 64,628 74,650 82,944

Применение

 — Создание основного уклона на кровле 2,1% 
для удаления воды с кровли к точкам водосброса

 — Создание контруклона на кровле 4,2% 
для водоотведения между воронками в ендове

 — При двухслойной системе теплоизоляции укладка 
выполняется на первый (нижний) теплоизоляционный 
слой

Автосалон Lexus, 
г. Екатеринбург

Торговый центр 
Selgros,
г. Казань

A, B, C A, B, C

1200 600, 1200

600 1200

30-55 15-40

55-80 40-65

50 50

2928

1

Основной уклон Контруклон  
(2,1%) (4,2%)

Absence of wet processes 

High installation rate 

Increased mechanical  
strength

Reducing roof loads

TECHNOROOF V 
EXTRA KLIN

Applications

— Creating a general slope of 2.1% on a roof for removing 
water from the roof to water disposal points

— Creating a counter slope of 4.2% on a roof for water disposal 
between funnels in the roof valley 

— In case of a two-layer thermal insulation system, laying is 
performed on the first (lower) thermal insulating layer

Geometric dimensions
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Implemented objects

Shopping centre  
Selgros,
Kazan

Lexus car showroom,
Yekaterinburg

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10%  
deformation, kPa, not more than

Concentrated load, N,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during partial  
immersion, kg/m2,  
not more than

Water absorption during partial  
immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3

Reducing roof loads

Absence of wet processes  
when performing works

High installation rate 

Fire safety

TECHNOROOF N  
PROF KLIN

Applications

— Creating a general slope of 2.1% on a roof for removing 
water from the roof to water disposal points

— Creating a counter slope of 4.2% on a roof for water 
disposal between funnels in the roof valley

— In case of a two-layer thermal insulation system, laying is 
performed on the first (lower) thermal insulating layer

Geometric dimensions

Implemented objects

Residential house,
Perm

Car showroom,
Ufa

Quantity per pallet, pcs

Quantity per pallet, m3

Vehicle loading rate, volume in m³  
92 m³ (11 pallets)

Vehicle loading rate, volume in m³  
120 m³ (14 pallets)

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation,  
kPa, not more than

Concentrated load, N,  not less than

Organic matter content, %,  
not more than

Short-term water absorption during  
partial immersion, kg/m2, not more than

Water absorption during  
partial immersion of samples  
for a set long time, kg/m2,  
not more than

Flammability degree

Density, kg/m3
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Non-flammable

Non-flammable

Material description

The TECHNOROOF N PROF KLIN kit for creating a slope 
and a counter slope on a flat roof includes non-combustible 
water-repellent heat-insulating slabs with a pre-created slope 
that are made of stone wool based on the basalt group rocks 
and a low phenolic binder with addition of water-repelling 
admixtures.

Material description

The TECHNOROOF V EXTRA KLIN kit for creating a slope 
and a counter slope on a flat roof includes non-combustible 
water-repellent heat-insulating slabs with a pre-created 
slope that are made of stone wool based on the basalt 
group rocks and a low phenolic binder with addition of 
water-repelling admixtures.

Non-flammable

Non-flammable

General slope (2.1%) Counter slope (4.2%)

General slope  
(2.1%)

Counter slope  
(4.2%)

General slope 
(2.1%)

Counter slope 
(4.2%)

* The characteristics of the TECHNOROOF N PROF brand are indicated.

Length, mm

Width, mm

Thickness

Element A, mm

Element B, mm

Element C, mm

Quantity per pallet, pcs

Quantity per pallet, m3

Vehicle loading rate, volume in m³  
92 m³ (11 pallets)

Vehicle loading rate, volume in m³  
120 m³ (14 pallets)

General slope (2.1%) Counter slope (4.2%)

General slope 
(2.1%)

Counter slope  
(4.2%)

Length, mm

Width, mm

Thickness

Element A, mm

Element B, mm

Element C, mm

General slope 
(2.1%)

Counter slope  
(4.2%)

Watch video 
installation 
instructions

FIND OUT 
MORE

Watch video 
installation 
instructions

FIND OUT 
MORE



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОРУФ Н ПРОФ 
ВЕНТ
SТО 72746455-3.2.6-2018

Применение

 — Плоские кровли с организацией системы 
вентилируемых каналов

 — Нижний слой двухслойного утепления 
плоской кровли

Описание материала

Негорючие гидрофобизированные тепло-, 
звукоизоляционные плиты из каменной ваты 
с вентилируемыми каналами.

Ипподром «Акбузат», 
г. Уфа

Спортивно-
оздоровительный 
комплекс  
«Бассейны Дона»,
г. Ростов-на-Дону

Реализованные объекты

Возможность  циркуляции  воздуха

Удаление излишней влаги

Снижение риска промерзания

Увеличение срока службы кровли

Обеспечение комфорта внутри 
помещения

Физико-механические характеристики

ТЕХНОРУФ Н 
ПРОФ ВЕНТ

0,037/0,037/ 
0,040/0,041

45

500

4,5

1

3

НГ

120 (-10/+15)

Логистические параметры

1200 1200

600 600

100 150

3 2

2,160 1,440

0,216 0,216

32 32

6,912 6,912

76,032 76,032

Геометрические параметры

1200

600

50-150

30

15-30

200

ТЕХНОРУФ 45 
ГАЛТЕЛЬ
SТО 72746455-3.2.6-2018

Описание материала

Негорючие гидрофобизированные тепло-,
звукоизоляционные полосы треугольного сечения, 
нарезанные из плит из каменной ваты на основе 
горных пород базальтовой группы, на низкофенольном 
связующем.

Торговый центр «Мега», 
г. Санкт-Петербург

Торговый центр «Таир», 
г. Караганда

Реализованные объекты

Высокая прочность

Простота монтажа

Сокращение сроков выполнения работ

Физико-механические характеристики

ТЕХНОРУФ В  
ЭКСТРА ГАЛТЕЛЬ 

0,037/0,037/  
0,040/0,041

45

550

4,5

1

НГ

135 (+15)

* 

Логистические параметры

1200

100

100

480

2,880

63,360

Применение

 — Вдоль парапетов на плоской кровле: с целью 
обеспечения перехода гидроизоляционного 
материала от горизонтальной плоскости кровли 
к вертикальной плоскости парапета

 — Для создания контруклона вдоль стыка вертикальных 
и горизонтальных конструкций

Геометрические параметры

1200

45

100

0,005

0,006

3130

3

High strength 

Easy installation

Reducing terms of performing works

TECHNOROOF 
45 GALTEL

Applications

— Along parapets on a flat roof for ensuring transition of the 
waterproofing material from the horizontal plane of the roof 
to the vertical plane of the parapet

— For creating a counter slope along a joint of vertical and 
horizontal structures

Geometric dimensions

30 PRODUCT CATALOGUE / INDUSTRIAL AND CIVIL CONSTRUCTION

Implemented objects

Shopping centre  
“Tair”,
Karaganda

Shopping centre  
“Mega”,
Saint-Petersburg

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Concentrated load, N, not less than

Organic matter content, %, not more than

Short-term water absorption during partial  
immersion, kg/m2, not more than

Water absorption during partial immersion of samples  
for a set long time, kg/m2, not more than

Flammability degree

Density, kg/m3

“The characteristics of the brand TECHNOROOF 45 are indicated”

Air circulation possibility 

Excess moisture removal 

Reduced freezing risk 
Increased roof life

Providing indoor comfort

TECHNOROOF N  
PROF VENT

Applications

— Flat roofs with arranging a system of vented channels

— The bottom layer of double-layer heat insulation of a flat 
roof

Geometric dimensions

Implemented objects

Sports and  
fitness complex  
“Basseyny Dona”,
Rostov-on-Don

Racecourse “Akbuzat”,
Ufa

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Concentrated load, N,  not less than

Organic matter content, %, not more than

Short-term water absorption during  
partial immersion, kg/m2, not more than

Water absorption during partial immersion of samples  
for a set long time, kg/m2, not more than

Flammability degree

Density, kg/m3

31PRODUCT CATALOGUE / INDUSTRIAL AND CIVIL CONSTRUCTION

Non-flammable

Material description

Non-combustible water-repellent heat- and sound-insulating 
stone wool slabs with vented channels

Material description

Non-combustible water-repellent heat- and sound-insulating 
triangular cross-section strips cut from stone wool slabs 
based on the basalt group rocks, in which a low phenolic 
binder is used.

Non-flammable

TECHNOROOF N 
PROF VENT

Length, mm

Width, mm

Thickness

Element A, mm

Element B, mm

Element C, mm

TECHNOROOF V 
EXTRA GALTEL

Length, mm

Angle of rifling, °

Length of cathets, mm

Section area, m2

Volume of 1 pce, m3

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Length, mm

Width, mm

Thickness, mm

Quantity per pallet, pcs

Quantity per pallet, m3

Vehicle loading rate, volume, m3

Watch video 
installation 
instructions

FIND OUT 
MORE



КАТАЛОГ / ПРОМЫШЛЕННОЕ И ГРАЖДАНСКОЕ СТРОИТЕЛЬСТВО

ТЕХНОСЭНДВИЧ
SТО 72746455-3.2.7-2018

Применение

 — Трехслойные бетонные и железобетонные стеновые 
панели заводского изготовления (ТЕХНОСЭНДВИЧ 
БЕТОН) 

 — Трехслойные стеновые сэндвич-панели 
с металлическими обшивками заводского 
изготовления (ТЕХНОСЭНДВИЧ С)

 — Трехслойные кровельные сэндвич-панели 
с металлическими обшивками заводского 
изготовления (ТЕХНОСЭНДВИЧ К)

Торговый центр Metro, 
г. Пермь

Торговый центр 
Leroy Merlin,
г. Омск

Реализованные объекты

Высокая прочность на сдвиг/срез

Однородность и целостность 
поверхности

Высокая точность геометрических 
размеров

Физико-механические характеристики

ТЕХНО- 
СЭНДВИЧ 
БЕТОН

ТЕХНО- 
СЭНДВИЧ С

ТЕХНО-
СЭНДВИЧ К

0,036/0,037/ 
0,039/0,040

0,040*/0,041*/ 
0,042*/0,044*

0,041*/0,042*/ 
0,043*/0,045*

25 - -

- 60* 100*

10 100* 100*

- 50* 75*

4,5 4,5 4,5

1 1 1

3 3 3

100 (±10) 115 (±15) 145 (±15)
* Плиты разрезаются на полосы (ламели), образцы поворачивают на 90° вокруг длинной оси.

Логистические параметры

1200 1200  1200 1200 2400 2400

627 627 1200 1200 1200 1200

102 122 102 122 102 122

10 10 11 11 22 11

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм 
Толщина: 40-180 (шаг – 10 мм)

Acoustic insulation

TECHNOACOUSTIC / TECHNOFLOOR 

STANDARD / TECHNOFLOOR PROF

32

67,535      66,091    71,090    69,569  64,627 69,569

32 PRODUCT CATALOGUE / INDUSTRIAL AND CIVIL CONSTRUCTION

High shear strength

Surface uniformity and integrity

High geometry fidelity

TECHNOSANDWICH

Applications

— Factory-made three-layer concrete and reinforced 
concrete wall panels (TECHNOSANDWICH BETON)

— Three-layer “sandwich” type wall panels with factory-made 
metal sheathings (TECHNOSANDWICH S)

— Three-layer “sandwich” type roof panels with factory-made 
metal sheathings (TECHNOSANDWICH K)

Implemented objects

Shopping centre  
Leroy Merlin,
Omsk

Shopping centre  
Metro,
Perm

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, 
 kPa, not more than

Compression strength, kPa,  
not less than

Share strength, kPa,  
not less than

Tensile strength, kPa,  
not less than

Organic matter content, %,  
not more than

Short-term water absorption during  
partial immersion, kg/m2, not more than

Water absorption during partial immersion  
of samples for a set long time,  
kg/m2, not more than

Flammability degree

Density, kg/m3

TECHNO-
SANDWICH 
BETON

Length, mm

Width, mm

Thickness, mm

Quantity of pallets, pcs

Vehicle loading rate, volume, m3     

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 40-180 mm (step: 10 mm)

TECHNO-
SANDWICH S

TECHNO-
SANDWICH K

* Slabs are cut into strips (lamella), and samples are rotated 90° around the long axis.

Non- 
flammable

Non- 
flammable

Non- 
flammable



КАТАЛОГ / ЗВУКОИЗОЛЯЦИЯ КАТАЛОГ / ЗВУКОИЗОЛЯЦИЯ

ТЕХНОАКУСТИК
SТО 72746455-3.2.7-2018

ТЕХНОФЛОР 
СТАНДАРТ
SТО 72746455-3.2.7-2018

Применение

 — Каркасно-обшивные межкомнатные перегородки 
и стены

 — Подвесные потолки
 — Перекрытия между этажами

Применение

 — Плавающий пол под стяжку

Бизнес-центр, 
г. Красноярск

Городская больница №7, 
г. Казань

Детский сад, 
г. Москва

Автосалон 
«Сафари Авто», 
г. Тольятти

Реализованные объекты Реализованные объекты

Изоляция от воздушного шума

Высокие показатели шумопоглощения

Не подвержен деформации в течение 
всего срока службы здания

Защита от ударного шума

Высокая точность  
геометрических размеров

Высокие прочностные характеристики

Физико-механические характеристики

ТЕХНОАКУСТИК

0,035/0,036/ 
0,038/0,039

2,5

1

НГ

41 (±4)

Логистические параметры

1200 1200 1200 1200

600 600 600 600

50 50 50 100

6 8 12 6

4,320 5,760 8,640 4,320

0,216 0,288 0,432 0,432

32 24 16 16

6,912 6,912 6,912 6,912

76,032 76,032 76,032 76,032

Физико-механические характеристики

ТЕХНОФЛОР 
СТАНДАРТ

0,036/0,037/ 
0,039/0,041

30

4,5

1

3

НГ

110 (±10)

Логистические параметры

1200 1200

600 600

50 30

6 7

4,320 5,040

0,216 0,151

32 44

6,912 6,653

76,032 73,181

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм 
Толщина: 30-160 мм (шаг – 10 мм)

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм 
Толщина: 50 мм; 100 мм

3534

0,5

3

Protection from impact noise

High geometry fidelity

High strength characteristics

TECHNOFLOOR 
STANDARD

Applications

— Floating floors to be screeded

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 30-160 mm (step: 10 mm)

34 PRODUCT CATALOG / ACOUSTIC INSULATION

Implemented objects

Car showroom  
“Safari Auto”,
Togliatti

City hospital No. 7,
Kazan

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Organic matter content, %, not more than

Short-term water absorption during partial  
immersion, kg/m2, not more than

Water absorption during partial immersion of samples for a set 
long time, kg/m2, not more than

Flammability degree

Density, kg/m3

Insulation from airborne noise 

High noise absorption rates

Not subject to deformation during  
the whole lifespan of a building

TECHNOACOUSTIC

Applications

—  Framed partitions (room dividers) and walls

— Suspended ceilings

— Inter-floor constructions

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50 mm, 100 mm

Implemented objects

Kindergarten,
Moscow

Business centre,
Krasnoyarsk

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Organic matter content, %, not more than

Short-term water absorption during partial immersion, kg/m2,  
not more than
Water absorption during partial immersion of samples  
for a set long time, kg/m2, not more than

Flammability degree

Density, kg/m3

35PRODUCT CATALOG / ACOUSTIC INSULATION

Non-flammable
Non-flammable

TECHNOACOUSTIC TECHNOFLOOR 
STANDARD

Watch video 
installation 
instructions

FIND OUT 
MORE

Watch video 
installation 
instructions

FIND OUT 
MORE



КАТАЛОГ / ЗВУКОИЗОЛЯЦИЯ

Private house 
construction

ROCKLIGHT / TECHNOFAS COTTAGE / 

TECHNOBLOCK STANDARD

ТЕХНОФЛОР ПРОФ
SТО 72746455-3.2.7-2018

Применение

 — Теплоизоляция полов с повышенными нормативными 
нагрузками

 — Плавающий пол
 — Пол с подогревом
 — Пол под стяжку производственных, спортивных 
помещений и складов

Реализованные объекты

Защита от ударного шума

Высокая точность  
геометрических размеров

Высокие прочностные характеристики

Физико-механические характеристики

ТЕХНОФЛОР ПРОФ

0,038/0,039/ 
0,041/0,043

50

4,5

1

3

НГ

155 (±15)

Логистические параметры

1200 1200

600 600

50 30

6 7

4,320 5,040

0,216 0,151

32 44

6,912 6,653

76,032 73,181

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм 
Толщина: 30 мм; 40 мм; 50 мм

Бассейн СибГТУ, 
г. Красноярск

Футбольный стадион 
«Астана Арена»,
г. Астана

3636 PRODUCT CATALOG / ACOUSTIC INSULATION

Protection from impact noise

High geometry fidelity

High strength characteristics

TECHNOFLOOR PROF

Applications

—  Thermal insulation of floors with increased specified 
characteristic loads

— Floating floors

— Heated floors

— Floors to be screeded at production facilities, sports 
buildings and warehouses

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 30 mm, 40 mm, 50 mm

Implemented objects

Football stadium 
“Astana Arena”,
Astana

Swimming pool of the 
Siberian State Technological 
University,
Krasnoyarsk

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Organic matter content, %, not more than

Short-term water absorption during partial immersion, kg/m2,  
not more than
Water absorption during partial immersion of samples  
for a set long time, kg/m2, not more than

Flammability degree

Density, kg/m3

Non-flammable

TECHNOFLOOR PROF

Watch video 
installation 
instructions

FIND OUT 
MORE



КАТАЛОГ / ЧАСТНОЕ ДОМОСТРОЕНИЕ КАТАЛОГ / ЧАСТНОЕ ДОМОСТРОЕНИЕ

РОКЛАЙТ
SТО 72746455-3.2.7-2018

ТЕХНОФАС 
КОТТЕДЖ
SТО 72746455-3.2.1-2018

Применение

 — Мансарды
 — Каркасные стены 
 — Перегородки межкомнатные
 — Полы по лагам 
 — Перекрытия между этажами
 — Перекрытия в холодном чердаке
 — Фасад с отделкой сайдингом
 — Теплоизоляция бани
 — Балконы (лоджии)

Применение

 — Наружные стены с защитно-декоративным слоем 
из тонкослойной штукатурки в малоэтажном 
строительстве, высотой не более 10 м

Коттеджный поселок 
«Коровино», 
Московская область

Частный дом, 
г. Санкт-Петербург

Частный дом, 
Московская область

Частный дом, 
г. Нижний Новгород

Реализованные объекты Реализованные объекты

Универсальный материал  
для частного домостроения

Устойчивость к воздействию 
микроорганизмов и грызунов

Срок службы материала 
не менее 50 лет

Поддержание комфортного 
микроклимата в помещении

Сокращение затрат на отопление

Беспрепятственный выход влаги 
из конструкции

Подходит для утепления зданий и 
сооружений высотой до 10 м

Физико-механические характеристики

РОКЛАЙТ

0,036/0,037/ 
0,040/0,041

0,5

3,5

1

3

НГ

35 (±5)

Логистические параметры

1200 1200 1200 1200

600 600 600 600

50 50 50 100

12 12 8 6

8,640 8,640 5,760 4,320

0,432 0,432 0,288 0,432

24 16 24 16

10,368 6,912 6,912 6,912

114,048 76,032 76,032 76,032

Физико-механические характеристики

ТЕХНОФАС 
КОТТЕДЖ

0,036/0,036/ 
0,039/0,041

20

10

4,5

1

3

НГ

105 (±10)

Логистические параметры

1200 1200 1200

600 600 600

50 100 150

6 3 2

4,320 2,160 1,440

0,216 0,216 0,173 

32 32 32

6,912 6,912 6,912 

76,032 76,032 76,032

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм
Толщина: 50-200 (шаг – 50 мм)

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм 
Толщина: 50 мм; 75 мм, 100 мм; 150 мм

3938

Maintaining a comfortable  
indoor climate

Reduced heating costs

Unobstructed exit of moisture  
from a structure

Suitable for heat insulation  
of buildings and structures  
up to 10 m in height

TECHNOFAS 
COTTAGE

Applications

— Outer walls with a protective-decorative layer of thin-
layered plaster in low-rise construction, not more than 
10 m in height

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50-200 mm (step: 50 mm)

38 PRODUCT CATALOGUE / PRIVATE HOUSE CONSTRUCTION

Implemented objects

Private house,
Nizhny Novgorod

Private house,
Saint-Petersburg

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Tensile strength at right angle to front surfaces,  
kPa, not more than

Organic matter content, %, not more than

Short-term water absorption during partial  
immersion, kg/m2, not more than

Water absorption during partial immersion of samples for a set 
long time, kg/m2, not more than

Flammability degree

Density, kg/m3

Versatile material for private house 
construction

Resistance to microorganisms and 
gnawing animals

Material service life: at least 50 years

ROCKLIGHT

Applications

— Mansards

— Framed walls

— Room dividers

— Beam floors

— Inter-floor constructions

— Cold roof bridgings

— Facades with siding

— Bathhouse heat insulation

— Balconies (loggias)

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50 mm, 75 mm, 100 mm, 150 mm

Implemented objects

Private house,
Moscow Region

Housing community 
“Korovino”,
Moscow Region

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

Logistic parameters

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Organic matter content, %, not more than

Short-term water absorption during partial immersion, kg/m2,  
not more than
Water absorption during partial immersion of samples  
for a set long time, kg/m2, not more than

Flammability degree

Density, kg/m3
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Non-flammable

Non-flammable

ROCKLIGHT TECHNOFAS
COTTAGE

Watch video 
installation 
instructions

FIND OUT 
MORE



КАТАЛОГ / ЧАСТНОЕ ДОМОСТРОЕНИЕ

Training and assistance 
in calculations

ТЕХНОБЛОК 
СТАНДАРТ
SТО 72746455-3.2.7-2018

Применение

 — Слоистая кладка
 — Стены с обшивкой сайдингом
 — Каркасные стены

Частный дом, 
Химки

Частный дом, 
г. Рязань

Реализованные объекты

Высокая теплосберегающая 
способность

Устойчивость к воздействию 
микроорганизмов и грызунов

Отсутствие усадки

Физико-механические характеристики

ТЕХНОБЛОК 
СТАНДАРТ

0,035/0,036/ 
0,038/0,039

10

2,5

1

3

НГ

45 (±5)

Логистические параметры

1200 1200 1200 1200

600 600 600 600

50 50 100 100

8 12 6 4

5,760 8,640 4,320 2,880

0,288 0,432 0,432 0,288

24 16 16 24

6,912 6,912 6,912 6,912

76,032 76,032 76,032 76,032

Геометрические размеры

Длина: 1200 мм
Ширина: 600 мм 
Толщина: 50-200 мм (шаг – 10 мм)

4040 PRODUCT CATALOGUE / PRIVATE HOUSE CONSTRUCTION

Protection from impact noise

High geometry fidelity

High strength characteristics

TECHNOBLOCK 
STANDARD

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 30 mm, 40 mm, 50 mm

Implemented objects

Football stadium 
“Astana Arena”,
Astana

Swimming pool of the 
Siberian State Technological 
University,
Krasnoyarsk

Physical and mechanical characteristics

Thermal conductivity (λ10/ λD/λА/λB),  
W/m∙°K, not more than

Compressive strength at 10% deformation, kPa, not more than

Organic matter content, %, not more than

Short-term water absorption during partial immersion, kg/m2,  
not more than
Water absorption during partial immersion of samples  
for a set long time, kg/m2, not more than

Flammability degree

Density, kg/m3

Non-flammable

TECHNOFLOOR PROF

High heat-saving efficiency

Resistance to microorganisms and 
gnawing animals

No shrinkage

Geometric dimensions

Length: 1200 mm
Width: 600 mm
Thickness: 50-200 mm (step: 10 mm)

Implemented objects

Private house,
Ryazan

Housing community 
“Korovino”,
Khimki

Length, mm

Width, mm

Thickness, mm

Quantity of slabs per pack, pcs

Quantity per pack, m2

Quantity per pack, m3

Quantity of packs per pallet, pcs

Quantity of packs per pallet, m3

Vehicle loading rate, volume, m3

Physical and mechanical characteristics

TECHNOBLOCK 
STANDARD

Logistic parameters

Material service life:  
at least 50 years

Watch video 
installation 
instructions

FIND OUT 
MORE

Applications

— Layered masonry

— Walls with siding

— Framed walls



Обучение и помощь в расчетах

Учебные центры

Строительная Академия 
ТЕХНОНИКОЛЬ обобщает и 
исследует опыт тысяч сотруд-
ников и клиентов компании, 
производит и передает знания 
и умения в области проектиро-
вания и монтажа изоляционных 
систем. 

Качество обучения обе-
спечивают 20 учебных центров 
в Москве, Санкт-Петербурге, 
Екатеринбурге, Казани, Рязани, 
Новосибирске, Уфе, Кумертау, 
Краснодаре, Хабаровске, Чебок-
сарах, Астане и Минске.

Принять участие в обуче-
нии могут специалисты стро-
ительной сферы, сотрудники 
проектных и подрядных органи-
заций, представители торговых 
партнеров.

По итогам обучения выда-
ется именной сертификат.

Обучение в учебных цен-
трах ТЕХНОНИКОЛЬ – это:

 — приобретение навыков 
работы с новыми 
современными материалами 
и  оборудованием;

 — рост производительности 
труда и качества 
выполняемых работ;

 — минимизация претензий 
со стороны заказчика 
и контролирующих органов 
при приемке работ.

Компания ТЕХНОНИКОЛЬ уделяет большое внимание обучению 
строителей инновационным технологиям и особенностям 
применения новых материалов.

academy.tn.ru

Обучающие руководства  
по монтажу

Богатый запас учебных 
инструментов дает возмож-
ность получить интересующую 
информацию из наиболее удоб-
ного источника. Качественные 
материалы и профессиональная 
грамотность – основы долго-
вечности здания.

В арсенале обучающих  
инструментов Компании  
ТЕХНОНИКОЛЬ имеются серии 
видеофильмов и печатных 
материалов в виде руководств, 
посвященных монтажу раз-
личных видов систем с тепло-
изоляцией из каменной ваты 
ТЕХНОНИКОЛЬ.

Фильмы и издания дают 
возможность изучить основные 
моменты, касающиеся этапов 
монтажа материалов системы, 
необходимых комплектующих 
и оборудования, технических 
характеристик материалов.

Каждый обучающий инстру-
мент является профессио-
нальным наглядным пособием, 
изучение которого позволяет 
правильно подобрать теплоизо-
ляционный материал в ту или 
иную строительную конструкцию 
и избежать дальнейших про-
блем, связанных с неправиль-
ным монтажом теплоизоляции.

Калькуляторы

На сайте www.teplo.tn.ru пред-
ставлены онлайн-калькуляторы, 
позволяющие оперативно рас-
считать необходимую толщину 
теплоизоляционного материала.

Калькулятор энергоэффек-
тивности позволяет рассчитать 
необходимую толщину тепло-
изоляционного слоя, требуемое 
и фактическое сопротивления 
теплопередаче для конкрет-
ного региона (города) и типа 
строительной системы.

Звукоизоляционный каль-
кулятор позволяет подобрать 
толщину звукоизоляционного 
материала, обеспечивающую 
требуемый индекс изоляции 
воздушного шума для различ-
ных типов помещений, в зави-
симости от вида шума. 

Калькулятор клиновид-
ной теплоизоляции позволя-
ет рассчитать необходимое 
количество теплоизоляции для 
формирования основного укло-
на и контруклона на плоской 
кровле с применением ТЕХНО-
РУФ КЛИН.

Все полученные результаты 
расчетов можно распечатать 
или сохранить в формате PDF.

Вебинары

Одним из наиболее эффектив-
ных инструментов для обуче-
ния, реализуемых в Компании 
ТЕХНОНИКОЛЬ, являются 
онлайн-семинары – вебинары, 
проводимые федеральными 
техническими специалистами 
компании совместно с учеб-
ными центрами Строительной 
Академии ТЕХНОНИКОЛЬ. 
Такой вид обучения удобен тем, 
что местонахождение обучаю-
щегося не имеет значения: вы 
сможете получить нужную вам 
информацию в любом месте, 
где есть интернет. Это значи-
тельно экономит время и
командировочные расходы в 
процессе обучения.

Наши высококвалифициро-
ванные специалисты помогут 
найти ответы на все интересу-
ющие вас вопросы и повысить 
ваш уровень профессиональ-
ной компетенции.

ОБУЧЕНИЕ И ПОМОЩЬ В РАСЧЕТАХОБУЧЕНИЕ И ПОМОЩЬ В РАСЧЕТАХ

teplo.tn.ru
academy.tn.ru/ 
learning/webin/

Международные стандарты

На всех заводах по производ-
ству каменной ваты Компании 
ТЕХНОНИКОЛЬ система эколо-
гического менеджмента серти-
фицирована по международно-
му стандарту ISO 14001:2015. 

Наличие данного сертифи-
ката подтверждает, что все 
стадии управленческих и про-
изводственных процессов 
соответствуют высоким между-
народным требованиям приро-
доохранного законодательства. 
Контроль над организацией 
этих процессов гарантиру-
ет сокращение негативного 
воздействия на окружающую 
среду, улучшение экологиче-
ских показателей, безопасную 
утилизацию отходов и брака.

Система менеджмента 
качества также соответствует 
требованиям международного 
стандарта ISO 9001:2015, что 
подтверждает высокий уровень 
качества и стабильность произ-
водимой продукции.

Российские стандарты

Вся продукция из каменной 
ваты ТЕХНОНИКОЛЬ сертифи-
цирована. Ее свойства, без-
опасность и характеристики 
соответствуют современным 
требованиям российских стан-
дартов и норм.

Соответствие системе 
добровольной сертификации

Соответствие техническому 
регламенту

Знак качества «Росизол»

Основанная в 2002 году Ассо-
циация российских произво-
дителей современной мине-
ральной изоляции «Росизол», 
в которую входит Компания 
ТЕХНОНИКОЛЬ, разработа-
ла Знак качества «Росизол». 
Наличие знака подтверждает и 
гарантирует соответствие мате-
риала самым высоким стандар-
там качества.
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Training centres

The Construction Academy of 
TECHNONICOL summarizes and 
studies experience of thousands 
of the company’s employees and 
clients, as well as produces and 
transmits knowledge in the area of 
designing and installing insulation 
systems.

The proper training quality is 
provided by 20 training centers 
in Moscow, St. Petersburg, Yekat-
erinburg, Kazan, Ryazan, Novosi-
birsk, Ufa, Kumertau, Krasnodar, 
Khabarovsk, Cheboksary, Astana 
and Minsk.

Construction specialists, em-
ployees of design and contract 
entities and representatives of 
trading partners can participate in 
the training.

A registered certificate is 
issued following the results of 
training.

Getting education in TECH-
NONICOL training centers means:
— acquisition of skills in working 

with new modern materials and 
equipment;

— increasing labor productivity 
and quality of works performed;

— minimization of claims from 
customers and supervisory 
bodies when accepting works.

Training installation guides

A rich set of training tools allows 
getting desired information from 
the most comfortable sources. 
Quality materials and professional 
competence are foundations for 
durability of a building.

The set of TECHNONICOL 
training tools includes a number 
of series of videos and printed 
materials in the form of manuals 
dedicated to installation of vari-
ous types of systems with thermal 
insulation made of TECHNONICOL 
stone wool.

These films and publications 
enable to study the main points 
regarding the stages of installation 
of system materials, necessary 
components and equipment, as 
well as technical characteristics of 
materials.

Each our training tool is a pro-
fessional teaching aid, studying of 
which allows to properly select a 
heat-insulating material for a build-
ing structure and avoid further 
problems connected with an incor-
rect heat insulation installation.

Webinars

One of the most efficient 
training tools implemented at 
TECHNONICOL are webinars, 
i.e. online seminars conducted 
by federal technical specialists 
of the company in cooperation 
with the training centres of 
the Construction Academy of 
TECHNONICOL. Such a kind of 
training is comfortable because 
location of a person being trained 
does not matter: you can get 
any desired information at any 
place with an Internet connection. 
This significantly saves time and 
business travel expenses in the 
process of training.

Our highly qualified specialists 
will help you find answers to all 
your questions and increase your 
level of professional competence.

Calculators

On website www.teplo.tn.ru , some 
online calculators are presented 
that allow promptly calculate 
the required thickness of a heat-
insulating material.
The energy efficiency calculator 
enables to calculate the necessary 
thickness of a heat-insulating layer, 
as well as required and actual 
values of heat transfer resistance 
for a specific region (city) and 
construction system type.

The soundproofing calculator 
allows to choose the necessary 
thickness of a soundproofing 
material that ensures the required 
air noise insulation index for a 
particular type of room depending 
on the noise kind.

The tapered heat insulation 
calculator enables to calculate the 
necessary quantity of heat insula-
tion for

forming a general slope and a 
counter slope on a flat roof with 
using TECHNOROOF KLIN slabs.

All obtained calculation results 
can be printed out or saved in PDF 
format.

International standards

At all factories manufacturing the 
TECHNONICOL stone wool, the 
environment management system 
has been certified as per interna-
tional standard ISO 14001:2015.

Russian standards

All TECHNONICOL stone 
wool products are certified. 
Their properties, safety and 
specifications meet modern 
requirements of Russian standards 
and regulations.

academy.tn.ru teplo.tn.ru
academy.tn.ru/ 
learning/webin/

Training and assistance in calculations

TECHNONICOL pays great attention to training builders in innovative 
technologies and features of using new materials.

The presence of this certificate 
confirms that all stages of manage-
ment and production processes 
comply with high international
environmental law requirements. 
Control over organizing these 
processes guarantees
reduction of negative impact on 
the environment, improvement 
of environmental indexes, safe 
disposal of waste and rejected 
pieces.
Our quality management system 
also complies with the require-
ments of international standard 
ISO 9001:2015, which confirms 
high quality level and stable output 
of products.

Compliance with the voluntary 
certification system

Compliance with the technical 
rules

“Rosizol” Quality Mark

Founded in 2002, the Association 
of Russian Manufacturers of 
modern mineral insulation 
“Rosizol”, which includes the 
TECHNONICOL company, has 
developed

“Rosizol” Quality Mark. The 
presence of this mark confirms 
and guarantees compliance of the 
corresponding material with the 
highest quality standards.



Физико-механические характеристики 
материалов

ФИЗИКО-МЕХАНИЧЕСКИЕ ХАРАКТЕРИСТИКИ МАТЕРИАЛОВ ФИЗИКО-МЕХАНИЧЕСКИЕ ХАРАКТЕРИСТИКИ МАТЕРИАЛОВ

* ТЕХНОБЛОК ПРОФ доступен к заказу только для городов Дальнего Востока.
** Nf - Non-flammable

Мягкие 
утеплители для 
ненагружаемых 

конструкций

Слоистая 
кладка Вентилируемые  фасады Штукатурные фасады Плоская кровля Клиновидная теплоизоляция Звуко- 

изоляция

Наименование  
показателя,
единицы измерения
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50

30; 
40; 
50

40; 
50

30; 
40; 
50

40; 
50

A: 30-
55 
B: 55-
80 
C: 50

A: 15-
40 
B: 40-
65 
C: 50

-

A: 30-
55 
B: 55-
80 
C: 50

A: 14-
40 
B: 40-
65 
C: 50

50; 
100

30- 
160

30; 
40; 
50

**Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf **Nf
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Soft heat 
insulators for 
non-loaded 
structures

Layered 
masonry

Ventilated facades Facades covered with plaster

Parameter 
name, 
measurement 
unit

R
O

C
K

LI
G

H
T

TECHNO-
LIGHT

TECHNO-
BLOCK

TE
C

H
N

O
V

EN
T 

N

TE
C

H
N

O
V

EN
T 

N
 P

RO
F TECHNOVENT TECHNOFAS

TE
C

H
N

O
FA

S

EX
TR

A

O
PT

IM
A

ST
A

N
D

A
R

D

PR
O

F*

EX
TR

A

ST
A

N
D

A
R

D

O
PT

IM
A

PR
O

F

EX
TR

A

C
O

TT
A

G
E

D
EC

O
R

O
PT

IM
A

EF
FE

C
T

Density, kg/m3

Compressive strength at 
10% deformation, kPa,  
not less than

Compressibility, %, not 
more than

Concentrated load, 
N, not less than

Tensile strength at right 
angle to front surfaces, 
kPa, not less than

Thermal 
conductivity,  
W/(m∙°K),  
not more than

Organic matter content,  
%, not more than

Short-term water 
absorption during partial 
immersion, kg/m2,  
not more than

Water absorption during 
partial immersion of 
samples for a set long 
time, kg/m2,  
not more than

Length, mm

Width, mm

Thickness, mm

Flammability degree

* TECHNOBLOCK PROF is available to order only for cities of the Far East.

Flat roof Tapered heat insulation Soundproofing

TECHNOROOF N TECHNOROOF TECHNOROOF V TECHNOROOF N 
PROF KLIN

TE
C

H
N

O
RO

O
F 

45
 G

A
LT

EL TECHNOROOF V 
EXTRA KLIN

TE
C

H
N

O
A

C
O

U
ST

IC

TECHNO-
FLOOR

EX
TR

A

O
PT

IM
A

PR
O

F 
V

EN
T

PR
O

F

45 PR
O

F

PR
O

F 
s

EX
TR

A

EX
TR

A
 s

O
PT

IM
A

O
PT

IM
A

 s

PR
O

F

PR
O

F 
s

G
EN

ER
A

L 
SL

O
PE

 
(2

.1%
) A

, B
, C

C
O

U
N

TE
R 

SL
O

PE
 

(4
.2

%
) А

, В
, С

G
EN

ER
A

L 
SL

O
PE

 
(2

.1%
) A

, B
, C

C
O

U
N

TE
R 

SL
O

PE
 

(4
.2

%
) А

, В
, С

ST
A

N
D

A
R

D

PR
O

F

** Nf - Non-flammable 
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